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The modern shower area -
A trend that is here to stay.

The shower area is an especially important
place in every home. With a floor level shower,
you can transform this space into a modern
and timeless spa area. Barrier-free showers
such as walk-in showers are not only aestheti-
cally very appealing, but are also user-friendly
for young and old. For realising such a shower
BLANKE SYSTEMS offers a selection of different
products, such as shower drains, slope and
shower profiles, as well as niches and shelves.
In combination with edge protector trims, in
modern colours and with different geometries
such as the BLANKE CUBELINE and the BLANKE
EDGE PROTECTOR TRIM, endless colour schemes
can be chosen for the bathroom.

Prices

You can find pricing information in your dealer/
installer account at blanke-blue-base.com.

You may request further information from
your usual interlocutor.
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Expertise and quality - an impressive service

Discover perfectly harmonised components for the modern
floor level shower.
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Everything from a single source

To assure the highest degree of reliability,

we think systematically. Components such as
the waterproofing and drainage systems are
perfectly harmonised with each other thanks
to the factory-fitted waterproofing membrane.

Choosing a system

Comprehensive recommendations and indi-
vidual consulting from our team of experts -
in person or online

Technical consulting/planning

Our experts work on site. Our application
technology will help you with the technical
side of our systems - both when choosing
them and then later during the installation.

Training seminars
Sharing our know-how at training seminars
on site - visit us or we will come to you!
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BLANKE CUBELINE
The decorative edge profile
for tile edges

3

BLANKE AQUA-KEIL GLASS
Gradient edge for mounting
glass partitions in the shower

5

BLANKE AQUA-KEIL WALL
Design of the AQUA-KEIL
for the wall area

7

BLANKE GRATE COVER 2.0
The matching cover for
your drainage channel

9

BLANKE ECKBERT
The useful corner shelf for the shower
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On-site consultation/construction

site instruction

Our team will also happy to assist you on the
construction site. When installing our systems
for the first time, we will be glad to familiarise
you with the procedure.

Digital consulting tools

The Blanke Blue Base quickly and easily
provides all the details about our products
and systems. Here you will find technical data
sheets, installation instructions, installation
videos and prices for our systems. The Blanke
Blue Base is now even better! Designing the
shower area, choosing the right surface heat-
ing or finding the right profile can be done in
under 2 minutes using the integrated product
advisors.
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BLANKE DISK/DIBA/DIBA NEXT
The proven composite waterproofing systems
from Blanke

4

BLANKE AQUA-GLASS
Glass retaining profile for the wall -
perfect for the shower

6

BLANKE DISK-LINE/DIBA-LINE 2.0
Drainage channel made of stainless steel with
factory-fitted waterproofing membrane

8

BLANKE ELOTOP CARBON
The ultra-thin heating mat
for walls and floors




6 CALCULATION OVERVIEW

BLANKE STAINLESS STEEL SHOWER SET

The BLANKE STAINLESS STEEL SHOWER SET consists of high-quality stainless steel products
that give your bathroom a proven, timeless design.
Please note: waterproofing is not included in this set.

STAINLESS STEEL SHOWER SET

SUPPLEMENT HEAT

> BLANKE ECKBERT KASKA, Stainless steel > BLANKE ELOTOP CARBON,
Wall installation

BLANKE SHOWER SET MODERN

The BLANKE SHOWER SET MODERN consists of high-quality products made of stainless steel
and aluminium with a powder coating from the BLANKE NEW YORK EDITION. You can find a
selection of colours on page 119. The trendy colours from the BLANKE NEW YORK EDITION let
you elegantly design your bathroom tone-on-tone or create striking colour accents.

SHOWER SET MODERN

SUPPLEMENT HEAT

> BLANKE ECKBERT KASKA, > BLANKE ELOTOP CARBON,
NEW YORK EDITION Wall installation

BLANKE SHOWER SET JOINTLESS

The BLANKE SHOWER SET JOINTLESS is perfect for quickly renovating bathrooms with alu-
minium composite panels, glass and other materials. Not suitable for spatula techniques. This
set includes the BLANKE DISK FLB waterproofing membrane, which was specially developed
for jointless coverings. Also included are other BLANKE products made of stainless steel that
complete the shower area.

SHOWER SET JOINTLESS

SUPPLEMENT HEAT

= > BLANKE ELOTOP CARBON,
Wall installation



BLANKE SHOWER SET WELLNESS

The BLANKE SHOWER SET WELLNESS consists of products made of stainless steel and alumini-
um with a powder coating from the NEW YORK EDITION. You can find a selection if colours on
page 119. The SET is completed by an invisible bathroom radiator, which not only dries towels
and warms up your bathrobe, but also provides pleasant radiant heat. With the BLANKE ELOTOP
CARBON vyou can, for example, also create heated seating surfaces.

SHOWER SET WELLNESS

SUPPLEMENT HEAT

> BLANKE ECKBERT KASKA, > BLANKE ELOTOP CARBON
NEW YORK EDITION (Heated seating, wall
> BLANKE HASTA, Chrome-plated or floor heating)

> BLANKE ELOTOP CARBON
(e.g. invisible radiator)

BLANKE SHOWER SET BLACKLINE

The BLANKE SHOWER SET BLACKLINE consists of high-quality, powder-coated stainless steel
products in an elegant matt black finish. This gives you a timeless design that suits practically
every tile and creates a harmonious overall look.

SHOWER SET BLACKLINE

SUPPLEMENT HEAT
> BLANKE ECKBERT, matt black > BLANKE ELOTOP CARBON,
> BLANKE HASTA, matt black Wall installation

TESTED TO
DIN EN 14228

CALCULATION OVERVIEW

Important note:

Tested to DIN EN 14228

Highest load-bearing capacity of
BLANKE AQUA-KEIL GLASS and
BLANKE AQUA-GLASS verified in
practical tests.

No stabilising rod required.
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Brass & Aluminium

3- Stainless steel
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Expert tip:

The BLANKE BEND-EASE bending
tool designed to bend our BLANKE
EDGE PROTECTOR TRIMS is fea-
tured on page 142. Brass, stainless
steel and aluminium trims are
available for delivery in lengths of
3.0m, 2.5 mand 1.0 m with suit-
able perforations in the anchoring
legs to facilitate bending. Add an
»S« 10 the standard article no. (e.g.
300-300-125-S=12.5 mm brass,
BEND-EASE).

Additional costs apply for bended
profiles

Important notes:

> Delivery time for polished pro-
files 1-2 weeks. Shipped with
protective film.

12 TRIMS AND PROFILES FOR CERAMIC TILE AND STONE

BLANKE EDGE PROTECTOR TRIM

BLANKE EDGE PROTECTOR TRIMS are the professional solution to protect tile edges against
mechanical damage, in places where it is not possible to guarantee clean edges or corner finishes
as well as purely for decorative purposes. To achieve the best-possible, professional results when

tiling rooms BLANKE EDGE PROTECTOR TRIMS are simply a must.

ISR I SIS T ] IS 2T ]
BRASS 3.0 BRASS 2.5 BRASS 1.0
NATURAL NATURAL NATURAL
Length: 3.0 m PU: 10 pcs. Length: 2.5 m PU: 10 pcs. Length: 1.0 m PU: 10 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 300-300-060 3.0 300-300-03025 6.0 300-300-601
8.0 300-300-080 45 300-300-04525 8.0 300-300-801
10.0 300-300-100 6.0 300-300-06025 10.0 300-300-1001
125 300-300-125 8.0 300-300-08025 125 300-300-1251
15.0 300-300-150 10.0 300-300-10025 15.0 300-300-1501
185 300-300-185 12.5 300-300-12525 18.5 300-300-1851
220 300-300-220 15.0 300-300-15025 220 300-300-2201
25.0 300-300-250 185 300-300-18525 25.0 300-300-2501
30.0 300-300-300 22.0 300-300-22025 30.0 300-300-3001
25.0 300-300-25025
30.0 300-300-30025
|
BRASS 2.5
SHINY CHROME-PLATED
Length: 25 m PU: 1 pc.
h=mm Art. no.
6.0 300-340-06025
8.0 300-340-08025
10.0 300-340-10025
11.0 300-340-11025
125 300-340-12525

—

STAINLESS STEEL 25

POLISHED

—

STAINLESS STEEL 1.0

POLISHED

Length: 25 m PU: 10 pcs. Length: 1.0 m PU: 10 pcs.
h=mm Art. no. h=mm Art. no.
3.0 300-286-03025 3.0 300-286-0301
45 300-286-04525 45 300-286-0451
6.0 300-286-06025 6.0 300-286-601
8.0 300-286-08025 8.0 300-286-801
10.0 300-286-10025 10.0 300-286-1001
11.0 300-286-11025 12.5 300-286-1251
125 300-286-12525 15.0 300-286-1501
15.0 300-286-15025 22.0 300-286-2201
22.0 300-286-22025



STAINLESS STEEL 3.0
NATURAL

STAINLESS STEEL 2.7
NATURAL

Important note:

TRIMS AND PROFILES FOR CERAMIC TILE AND STONE 13
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STAINLESS STEEL 25
NATURAL

Length: 3.0 m PU: 10 pcs. Length: 2.7 m PU: 10 pcs. Length: 2.5 m PU: 10 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
3.0 300-280-030 9.0 300-280-09027 2.0 300-280-02025
45 300-280-045 10.0 300-280-10027 3.0 300-280-03025
6.0 300-280-060 11.0 300-280-11027 4.5 300-280-04525
7.0 300-280-070 125 300-280-12527 6.0 300-280-06025
8.0 300-280-080 7.0 300-280-07025
9.0 300-280-090 8.0 300-280-08025
10.0 300-280-100 9.0 300-280-09025
110 300-280-110 10.0 300-280-10025
12.5 300-280-125 11.0 300-280-11025
14.0 300-280-140 125 300-280-12525
15.0 300-280-150 14.0 300-280-14025
16.0 300-280-160 15.0 300-280-15025
22.0 300-280-220 16.0 300-280-16025
185 300-280-18525

20.0 300-280-20025

220 300-280-22025

25.0 300-280-25025

30.0 300-280-30025

STAINLESS STEEL 1.0
NATURAL

STAINLESS STEEL 3.0
BRUSHED

STAINLESS STEEL 2.7
BRUSHED

Length: 1.0 m PU: 10 pcs. Length: 3.0 m PU: 10 pcs. Length: 2.7 m PU: 10 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
4.5 300-280-0451 6.0 300-280-060B 9.0 300-280-090278B
6.0 300-280-601 7.0 300-280-070B 10.0 300-280-100278B
8.0 300-280-801 8.0 300-280-080B 11.0 300-280-11027B
10.0 300-280-1001 9.0 300-280-090B 12.5 300-280-12527B
11.0 300-280-1101 10.0 300-280-100B
12.5 300-280-1251 11.0 300-280-110B
15.0 300-280-1501 125 300-280-125B
22.0 300-280-2201

STAINLESS STEEL 25
BRUSHED

STAINLESS STEEL 25
VAA

Length: 25 m PU: 10 pcs. Length: 25 m PU: 10 pcs.
h=mm Art. no. h=mm Art. no.
6.0 300-280-060258B 6.0 300-285-06025
7.0 300-280-070258B 8.0 300-285-08025
8.0 300-280-080258B 10.0 300-285-10025
9.0 300-280-09025B 11.0 300-285-11025
10.0 300-280-10025B 125 300-285-12525
11.0 300-280-110258B 15.0 300-285-15025
125 300-280-12525B 22.0 300-285-22025
14.0 300-280-140258B
15.0 300-280-150258B
16.0 300-280-160258B
18.5 300-280-185258B
20.0 300-280-200258

220 300-280-220258B

Notes on how to use the materials:
Brass, stainless steel, natural alu-
minium, anodized, powder-coated
aluminium and chrome-plated
surfaces are shown from page 184
onwards.

The BLANKE EDGE PROTECTOR
TRIM is also available in the co-
lours from the BLANKE NEW YORK
EDITION. Discover all our in-stock
NEW YORK EDITION articles or ask
for your individual NEW YORK ba-
throom in your desired colour.

o ..'m...l: v
NEW YORK:

All Blanke profiles and underlay- 1
ment systems for ceramic tile and
stone made of stainless steel are

also available with the high-quality,
enhanced BLANKE LUXURY LINE

finish (page 35).

:,\/*

LUXURY LINE

Call us under our office line: 08
+49 2374 507 131
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ALUMINIUM 3.0 ALUMINIUM 2.5 ALUMINIUM 1.0
NATURAL NATURAL NATURAL
Length: 3.0 m PU: 10 pcs. Length: 2.5 m PU: 10 pcs. Length: 1.0 m PU: 10 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
3.0 300-400-030 2.0 300-400-02025 3.0 300-400-0301
45 300-400-045 3.0 300-400-03025 4.5 300-400-0451
6.0 300-400-060 4.5 300-400-04525 6.0 300-400-601
8.0 300-400-080 6.0 300-400-06025 8.0 300-400-801
10.0 300-400-100 8.0 300-400-08025 10.0 300-400-1001
11.0 300-400-110 10.0 300-400-10025 11.0 300-400-1101
125 300-400-125 11.0 300-400-11025 125 300-400-1251
15.0 300-400-150 125 300-400-12525 15.0 300-400-1501
185 300-400-185 15.0 300-400-15025 18.5 300-400-1851
22.0 300-400-220 185 300-400-18525 220 300-400-2201
25.0 300-400-250 20.0 300-400-20025 25.0 300-400-2501
30.0 300-400-300 22.0 300-400-22025 30.0 300-400-3001
25.0 300-400-25025
30.0 300-400-30025
ALUMINIUM 3.0 ALUMINIUM 2.7 ALUMINIUM 2.5
MATT SILVER, ANODIZED MATT SILVER, ANODIZED MATT SILVER, ANODIZED
Length: 3.0 m PU: 10 pcs. Length: 2.7 m PU: 10 pcs. Length: 2.5 m PU: 10 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
3.0 300-410-030 8.0 300-410-08027 2.0 300-410-02025
45 300-410-045 10.0 300-410-10027 3.0 300-410-03025
6.0 300-410-060 11.0 300-410-11027 4.5 300-410-04525
8.0 300-410-080 12.5 300-410-12527 6.0 300-410-06025
10.0 300-410-100 8.0 300-410-08025
11.0 300-410-110 10.0 300-410-10025
125 300-410-125 11.0 300-410-11025
15.0 300-410-150 125 300-410-12525
185 300-410-185 15.0 300-410-15025
22.0 300-410-220 185 300-410-18525
25.0 300-410-250 20.0 300-410-20025
30.0 300-410-300 220 300-410-22025
25.0 300-410-25025
30.0 300-410-30025
e == e ==
ALUMINIUM 1.0 ALUMINIUM anobizen, 2.5 ALUMINIUM anobizep, 2.7
MATT SILVER, ANODIZED MATT SILVER, BRUSHED MATT SILVER, BRUSHED
Length: 1.0 m PU: 10 pcs. Length: 2.5 m PU: 10 pcs. Length: 2.7 m PU: 10 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
3.0 300-410-0301 8.0 300-410B-08025 8.0 300-410B-08027
45 300-410-0451 10.0 300-410B-10025 10.0 300-410B-10027
6.0 300-410-601 11.0 300-410B-11025 11.0 300-410B-11027
8.0 300-410-801 12.5 300-410B-12525 12,5 300-410B-12527
10.0 300-410-1001
11.0 300-410-1101
125 300-410-1251
15.0 300-410-1501
185 300-410-1851
22.0 300-410-2201
25.0 300-410-2501
30.0 300-410-3001
ALUMINIUM 2.5
SHINY SILVER, ANODIZED
Length: 25 m PU: 10 pcs.
h=mm Art. no.
6.0 300-430-06025
8.0 300-430-08025
10.0 300-430-10025
11.0 300-430-11025
125 300-430-12525
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ALUMINIUM 2.5 ALUMINIUM 2.5 ALUMINIUM anopizen, 2.5
MATT GOLD, ANODIZED SHINY GOLD, ANODIZED MATT GOLD, BRUSHED
Length: 2.5 m PU: 10 pcs. Length: 25 m PU: 10 pcs. Length: 2.5 m PU: 10 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
45 300-420-04525 6.0 300-480-06025 8.0 300-42GB-08025
6.0 300-420-06025 8.0 300-480-08025 10.0 300-42GB-10025
8.0 300-420-08025 10.0 300-480-10025 11.0 300-42GB-11025
10.0 300-420-10025 125 300-480-12525 125 300-42CB-12525
125 300-420-12525
15.0 300-420-15025
R T T T
ALUMINIUM 3.0 ALUMINIUM 2.5 ALUMINIUM 25
MATT WHITE, POWDER-COATED MATT WHITE, POWDER-COATED MATT BLACK, ANODIZED
Length: 3.0 m PU: 10 pcs. Length: 25 m PU: 10 pcs. Length: 2.5 m PU: 10 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
45 300-450-045 45 300-450-04525 8.0 300-416-08025
6.0 300-450-060 6.0 300-450-06025 10.0 300-416-10025
8.0 300-450-080 8.0 300-450-08025 11.0 300-416-11025
10.0 300-450-100 10.0 300-450-10025 125 300-416-12525
11.0 300-450-110 110 300-450-11025
125 300-450-125 125 300-450-12525
15.0 300-450-150 15.0 300-450-15025
| B
ALUMINIUM 2.7 ALUMINIUM 2.5 ALUMINIUM 2.5
MATT BLACK, ANODIZED BRUSHED, MID-BRONZE, ANODIZED TITANIUM, ANODIZED
Length: 25 m PU: 10 pcs. Length: 2.5 m PU: 10 pcs.
Length: 2.7 m PU: 10 pcs. h=mm At no. h=mm ATt no.
h=mm Art. no. 8.0 300-449-08025 8.0 300-446-08025
8.0 300-416-08027 10.0 300-449-10025 10.0 300-446-10025
10.0 300-416-10027 11.0 300-449-11025 11.0 300-446-11025
110 300-416-11027 125 300-449-12525 125 300-446-12525
EHEENNE—————. 2 EEESSSs——————
ALUMINIUM anobizen, 2.5 ALUMINIUM anobizen, 2.7 ALUMINIUM 2.5
MATT TITANIUM, BRUSHED MATT TITANIUM, BRUSHED CHAMPAGNE, ANODIZED
Length: 25 m PU: 10 pcs. Length: 2.7 m PU: 10 pcs. Length: 25 m PU: 10 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
8.0 300-446B-08025 8.0 300-446B-08027 8.0 300-470-08025
10.0 300-446B-10025 10.0 300-446B-10027 10.0 300-470-10025
11.0 300-446B-11025 11.0 300-446B-11027 11.0 300-470-11025
125 300-446B-12525 125 300-446B-12527 125 300-470-12525
BV - e ==
ALUMINIUM 2.5 ALUMINIUM 2.5
MATT CHAMPAGNE, MATT BLACK,
BRUSHED, ANODIZED BRUSHED, ANODIZED
Length: 2.5 m PU: 10 pcs. Length: 2.5 m PU: 10 pcs.
h=mm Art. no. h=mm Art. no.
8.0 300-470B-08025 8.0 300-416B-08025
10.0 300-470B-10025 10.0 300-416B-10025
11.0 300-470B-11025 11.0 300-416B-11025
125 300-470B-12525 125 300-416B-12525
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PVC

BLANKE EDGE PROTECTOR TRIM

BLANKE EDGE PROTECTOR TRIMS made of coloured, hard plastic are designed to solve corner
and edge problems when installing tiles with unglazed edges. They are also used where tile
edges are exposed to low mechanical strain.

PVC 3.0 PVC 25 PVC 3.0
WHITE WHITE JASMINE
Length: 3.0 m PU: 10 pcs. Length: 2.5 m PU: 10 pcs. Length: 3.0 m PU: 10 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 300-501-060 6.0 300-501-6025 6.0 300-5011-060
8.0 300-501-080 8.0 300-501-8025 8.0 300-5011-080
10.0 300-501-100 10.0 300-501-1025 10.0 300-5011-100
11.0 300-501-110 11.0 300-501-11025 11.0 300-5011-110
125 300-501-125 125 300-501-12525 125 300-5011-125
PVC 25 PVC 3.0 PVC 2.5
JASMINE SILVER GRAY SILVER GRAY
Length: 2.5 m PU: 10 pcs. Length: 3.0 m PU: 10 pcs. Length: 2.5 m PU: 10 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 300-5011-6025 6.0 300-5092-060 6.0 300-5092-6025
8.0 300-5011-8025 8.0 300-5092-080 8.0 300-5092-8025
10.0 300-5011-1025 10.0 300-5092-100 10.0 300-5092-1025
11.0 300-5011-11025 11.0 300-5092-110 11.0 300-5092-11025
125 300-5011-12525 125 300-5092-125 125 300-5092-12525
e | [ e |
PVC 3.0 PVC 2.5
MANHATTAN GRAY MANHATTAN GRAY
Length: 3.0 m PU: 10 pcs. Length: 2.5 m PU: 10 pcs.
h=mm Art. no. h=mm Art. no.
6.0 300-5091-060 6.0 300-5091-6025
8.0 300-5091-080 8.0 300-5091-8025
10.0 300-5091-100 10.0 300-5091-1025
11.0 300-5091-110 11.0 300-5091-11025
12.5 300-5091-125 125 300-5091-12525
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I Important notes:

> Stainless steel finish,
brushed: 240 grain size

I Expert tip:
When ordering the BLANKE
QUARTER CIRCLE TILE TRIM

please do not forget the inner
and outer corners!
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BLANKE QUARTER CIRCLE TILE TRIM

The BLANKE QUARTER CIRCLE TILE TRIM is made of high-quality extruded brass or rolled
strips of stainless steel. It provides a first-class decorative finish and is the perfect solution
for creating edges and corners. The BLANKE QUARTER CIRCLE TILE TRIMS made of brass and
stainless steel are ideal for creating decorative corners as well as for transitions, for example
to accommodate height differences.

BLANKE QUARTER
CIRCLE TILE TRIM

I i I Il
BRASS 2.5
NATURAL
Length: 25 m PU: 5 pcs.
h=mm Art. no.
6.0 347-300-06025
8.0 347-300-08025
10.0 347-300-10025
125 347-300-12525
15.0 347-300-15025

STAINLESS STEEL 3.0

BLANKE QUARTER
CIRCLE TILE TRIM,
OUTER CORNERS

STAINLESS STEEL

BLANKE QUARTER
CIRCLE TILE TRIM,
INNER CORNERS

STAINLESS STEEL

NATURAL NATURAL NATURAL
Length: 3.0 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-280-060 6.0 348-280-060 6.0 349-280-060
8.0 347-280-080 8.0 348-280-080 8.0 349-280-080
10.0 347-280-100 10.0 348-280-100 10.0 349-280-100
11.0 347-280-110 11.0 348-280-110 11.0 349-280-110
125 347-280-125 125 348-280-125 125 349-280-125
15.0 347-280-150 15.0 348-280-150
STAINLESS STEEL 2.5 STAINLESS STEEL STAINLESS STEEL
NATURAL NATURAL NATURAL
Length: 2.5 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-280-06025 6.0 348-280-060 6.0 349-280-060
8.0 347-280-08025 8.0 348-280-080 8.0 349-280-080
10.0 347-280-10025 10.0 348-280-100 10.0 349-280-100
11.0 347-280-11025 11.0 348-280-110 11.0 349-280-110
125 347-280-12525 125 348-280-125 125 349-280-125
15.0 347-280-15025 15.0 348-280-150



BLANKE QUARTER
CIRCLE TILE TRIM

BLANKE QUARTER
CIRCLE TILE TRIM,
OUTER CORNERS

STAINLESS STEEL LOOK

NATURAL

TRIMS AND PROFILES FOR CERAMIC TILE AND STONE

BLANKE QUARTER
CIRCLE TILE TRIM,
INNER CORNERS

STAINLESS STEEL LOOK

NATURAL

PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
6.0 348-9280-060 6.0 349-9280-060
8.0 348-9280-080 8.0 349-9280-080
10.0 348-9280-100 10.0 349-9280-100
11.0 348-9280-110 11.0 349-9280-110
125 348-9280-125 125 349-9280-125
STAINLESS STEEL 2.5 STAINLESS STEEL STAINLESS STEEL
POLISHED POLISHED POLISHED
Length: 2.5 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-286-06025 6.0 348-286-060 6.0 349-286-060
8.0 347-286-08025 8.0 348-286-080 8.0 349-286-080
10.0 347-286-10025 10.0 348-286-100 10.0 349-286-100
11.0 347-286-11025 11.0 348-286-110 11.0 349-286-110
125 347-286-12525 125 348-286-125 125 349-286-125
e

STAINLESS STEEL LOOK

POLISHED

STAINLESS STEEL LOOK

POLISHED

PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
6.0 348-9286-060 6.0 349-9286-060
8.0 348-9286-080 8.0 349-9286-080
10.0 348-9286-100 10.0 349-9286-100
11.0 348-9286-110 11.0 349-9286-110
125 348-9286-125 125 349-9286-125

STAINLESS STEEL 3.0 STAINLESS STEEL STAINLESS STEEL

BRUSHED BRUSHED BRUSHED

Length: 3.0 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-280-060B 6.0 348-280B-060 6.0 349-280B-060
8.0 347-280-080B 8.0 348-280B-080 8.0 349-280B-080
10.0 347-280-100B 10.0 348-280B-100 10.0 349-280B-100
11.0 347-280-110B 11.0 348-280B-110 11.0 349-280B-110
125 347-280-125B 125 348-280B-125 125 349-280B-125

Important notes:

> Stainless steel finish,
brushed: 240 grain size

Expert tip:
When ordering the BLANKE
QUARTER CIRCLE TILE TRIM

please do not forget the inner
and outer corners!

»
1
/

Important note:

If you order 50 corners pieces
they will be delivered in a display
sales box.
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I All Blanke profiles and underlay-
ment systems for ceramic tile and
stone made of stainless steel are

also available with the high-quality,

enhanced BLANKE LUXURY LINE
finish (page 35).

LUXURY LINE

Call us under our office line:
+49 2374 507 131

I Expert tip:

When ordering the BLANKE
QUARTER CIRCLE TILE TRIM
please do not forget the inner
and outer corners!

i |

I Important note:

If you order 50 corners pieces
they will be delivered in a display
sales box.
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BLANKE QUARTER
CIRCLE TILE TRIM

STAINLESS STEEL 25

BLANKE QUARTER
CIRCLE TILE TRIM,
OUTER CORNERS

STAINLESS STEEL

BLANKE QUARTER
CIRCLE TILE TRIM,
INNER CORNERS

STAINLESS STEEL

BRUSHED BRUSHED BRUSHED
Length: 2.5 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-280-060258B 6.0 348-280B-060 6.0 349-280B-060
8.0 347-280-080258B 8.0 348-280B-080 8.0 349-280B-080
10.0 347-280-10025B 10.0 348-280B-100 10.0 349-280B-100
11.0 347-280-11025B 11.0 348-280B-110 11.0 349-280B-110
12,5 347-280-125258B 125 348-280B-125 125 349-280B-125

STAINLESS STEEL LOOK
BRUSHED

STAINLESS STEEL LOOK
BRUSHED

PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
6.0 348-928B-060 6.0 349-928B-060
8.0 348-928B-080 8.0 349-928B-080
10.0 348-928B-100 10.0 349-928B-100
11.0 348-928B-110 11.0 349-928B-110
125 348-928B-125 125 349-928B-125
STAINLESS STEEL 2.5
V4A
Length: 25 m PU: 5 pcs.
h=mm Art. no.
6.0 347-285-06025
8.0 347-285-08025
10.0 347-285-10025
11.0 347-285-11025
125 347-285-12525
BLANKE QUARTER CIRCLE TILE TRIM, FLAT CAP
STAINLESS STEEL STAINLESS STEEL STAINLESS STEEL
NATURAL POLISHED BRUSHED
PU: 1 pc. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 350-280-060 6.0 350-286-060 6.0 350-280B-060
8.0 350-280-080 8.0 350-286-080 8.0 350-280B-080
10.0 350-280-100 10.0 350-286-100 10.0 350-280B-100
11.0 350-280-110 11.0 350-286-110 11.0 350-280B-110
125 350-280-125 125 350-286-125 125 350-280B-125
15.0 350-280-150



BLANKE QUARTER CIRCLE TILE TRIM
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The BLANKE QUARTER CIRCLE TILE TRIM is made of high-quality extruded aluminium or
coloured hard plastic. It provides an attractive decorative finish and purposefully created
corners and edges, it is scratch resistant and largely weather and UV light resistant. The sup-
porting rib lends the BLANKE aluminium and plastic QUARTER CIRCLE TILE TRIMS a particularly

high level of stability.

BLANKE QUARTER
CIRCLE TILE TRIM

BLANKE QUARTER
CIRCLE TILE TRIM,
OUTER CORNERS

BLANKE QUARTER
CIRCLE TILE TRIM,
INNER CORNERS

ALUMINIUM 3.0 ALUMINIUM ALUMINIUM
MATT SILVER, ANODIZED MATT SILVER, ANODIZED MATT SILVER, ANODIZED
Length: 3.0 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-410-060 6.0 348-410AL-060 6.0 349-410AL-060
8.0 347-410-080 8.0 348-410AL-080 8.0 349-410AL-080
10.0 347-410-100 10.0 348-410AL-100 10.0 349-410AL-100
11.0 347-410-110 11.0 348-410AL-110 11.0 349-410AL-110
125 347-410-125 12.5 348-410AL-125 125 349-410AL-125
ALUMINIUM 2.5 ALUMINIUM LOOK ALUMINIUM LOOK
MATT SILVER, ANODIZED MATT SILVER MATT SILVER
Length: 2.5 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-410-06025 6.0 348-410-060 6.0 349-410-060
8.0 347-410-08025 8.0 348-410-080 8.0 349-410-080
10.0 347-410-10025 10.0 348-410-100 10.0 349-410-100
11.0 347-410-11025 11.0 348-410-110 11.0 349-410-110
125 347-410-12525 12.5 348-410-125 125 349-410-125
ALUMINIUM 3.0 ALUMINIUM LOOK ALUMINIUM LOOK
SHINY SILVER, ANODIZED SHINY SILVER SHINY SILVER
Length: 3.0 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-430-060 6.0 348-930-060 6.0 349-930-060
8.0 347-430-080 8.0 348-930-080 8.0 349-930-080
10.0 347-430-100 10.0 348-930-100 10.0 349-930-100
11.0 347-430-110 11.0 348-930-110 11.0 349-930-110
125 347-430-125 125 348-930-125 125 349-930-125

Aluminium

PVC

g;( |

powder coating
Important note: 1
Solid aluminium and aluminium
look corners are suitable for
both profile lengths. The colour
of the corners made of solid
material match the colour of
the corresponding profile better
than the aluminium-look corner
pieces.

04
06
08

Advantages: 1

> High UV protection

> High quality

> With integrated supporting rib

> Weather resistant thanks to
10
12
14
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I Expert tip:
When ordering the BLANKE
QUARTER CIRCLE TILE TRIM
please do not forget the inner
and outer corners!

I Important note:

02

04

06
If you order 50 corners pieces
they will be delivered in a display
sales box.

08 -y

10

12

14

“powder-coated versions

BLANKE QUARTER
CIRCLE TILE TRIM

BLANKE QUARTER
CIRCLE TILE TRIM,
OUTER CORNERS

BLANKE QUARTER
CIRCLE TILE TRIM,
INNER CORNERS

ALUMINIUM 2.5 ALUMINIUM LOOK ALUMINIUM LOOK
SHINY SILVER, ANODIZED SHINY SILVER SHINY SILVER
Length: 2.5 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-430-06025 6.0 348-930-060 6.0 349-930-060
8.0 347-430-08025 8.0 348-930-080 8.0 349-930-080
10.0 347-430-10025 10.0 348-930-100 10.0 349-930-100
11.0 347-430-11025 11.0 348-930-110 11.0 349-930-110
12.5 347-430-12525 125 348-930-125 125 349-930-125
ALUMINIUM 2.5 ALUMINIUM LOOK ALUMINIUM LOOK
SHINY GOLD, ANODIZED SHINY GOLD SHINY GOLD
Length: 2.5 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-480-06025 6.0 348-980-060 6.0 349-980-060
8.0 347-480-08025 8.0 348-980-080 8.0 349-980-080
10.0 347-480-10025 10.0 348-980-100 10.0 349-980-100
125 347-480-12525 125 348-980-125 125 349-980-125
ALUMINIUM 3.0 ALUMINIUM LOOK ALUMINIUM LOOK
WHITE* WHITE* WHITE*
Length: 3.0 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-450-060 6.0 348-950-060 6.0 349-950-060
8.0 347-450-080 8.0 348-950-080 8.0 349-950-080
10.0 347-450-100 10.0 348-950-100 10.0 349-950-100
11.0 347-450-110 11.0 348-950-110 11.0 349-950-110
125 347-450-125 125 348-950-125 125 349-950-125
ALUMINIUM 2.5 ALUMINIUM LOOK ALUMINIUM LOOK
WHITE* WHITE* WHITE*
Length: 2.5 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-450-06025 6.0 348-950-060 6.0 349-950-060
8.0 347-450-08025 8.0 348-950-080 8.0 349-950-080
10.0 347-450-10025 10.0 348-950-100 10.0 349-950-100
11.0 347-450-11025 11.0 348-950-110 11.0 349-950-110
125 347-450-12525 125 348-950-125 125 349-950-125
MM (M | (T
ALUMINIUM 2.5 ALUMINIUM LOOK ALUMINIUM LOOK
GRAPHITE BLACK* GRAPHITE BLACK* GRAPHITE BLACK*
Length: 2.5 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-456-06025 6.0 348-956-060 6.0 349-956-060
8.0 347-456-08025 8.0 348-956-080 8.0 349-956-080
10.0 347-456-10025 10.0 348-956-100 10.0 349-956-100
125 347-456-12525 125 348-956-125 125 349-956-125



BLANKE QUARTER
CIRCLE TILE TRIM

BLANKE QUARTER
CIRCLE TILE TRIM,
OUTER CORNERS

TRIMS AND PROFILES FOR CERAMIC TILE AND STONE

BLANKE QUARTER
CIRCLE TILE TRIM,
INNER CORNERS

LTS TS NEANITUS TN LT WU TS TR LT R AT TNl
ALUMINIUM 3.0 ALUMINIUM ALUMINIUM
TITANIUM, ANODIZED TITANIUM, ANODIZED TITANIUM, ANODIZED
Length: 3.0 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-446-060 6.0 348-446-060 6.0 349-446-060
8.0 347-446-080 8.0 348-446-080 8.0 349-446-080
10.0 347-446-100 10.0 348-446-100 10.0 349-446-100
11.0 347-446-110 11.0 348-446-110 11.0 349-446-110
125 347-446-125 125 348-446-125 125 349-446-125
P TS EANITUS VAN LT TN TS TR LT R AT TN ]
ALUMINIUM 2.5 ALUMINIUM ALUMINIUM
TITANIUM, ANODIZED TITANIUM, ANODIZED TITANIUM, ANODIZED
Length: 2.5 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-446-06025 6.0 348-446-060 6.0 349-446-060
8.0 347-446-08025 8.0 348-446-080 8.0 349-446-080
10.0 347-446-10025 10.0 348-446-100 10.0 349-446-100
11.0 347-446-11025 11.0 348-446-110 11.0 349-446-110
125 347-446-12525 125 348-446-125 125 349-446-125
EFEETTIY FTT TS ETEETT0F IS e WS T T T S T
ALUMINIUM 2.5 ALUMINIUM ALUMINIUM
BRUSHED, MID-BRONZE, ANODIZED BRUSHED, MID-BRONZE, ANODIZED BRUSHED, MID-BRONZE, ANODIZED
Length: 2.5 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
8.0 347-449-08025 8.0 348-449-080 8.0 349-449-080
10.0 347-449-10025 10.0 348-449-100 10.0 349-449-100
11.0 347-449-11025 11.0 348-449-110 11.0 349-449-110
125 347-449-12525 125 348-449-125 125 349-449-125
PVC 3.0 PVC PVC
WHITE WHITE WHITE
Length: 3.0 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-501-060 6.0 348-501-060 6.0 349-501-060
8.0 347-501-080 8.0 348-501-080 8.0 349-501-080
10.0 347-501-100 10.0 348-501-100 10.0 349-501-100
11.0 347-501-110 11.0 348-501-110 11.0 349-501-110
125 347-501-125 12,5 348-501-125 125 349-501-125

Advantages: 1

> High UV protection

> High quality

> With integrated supporting rib

> Weather resistant thanks to
powder coating
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I Advantages:

> High UV protection

> High quality

> With integrated supporting rib

> Weather resistant thanks to
powder coating

BLANKE QUARTER
CIRCLE TILE TRIM

BLANKE QUARTER
CIRCLE TILE TRIM,
OUTER CORNERS

BLANKE QUARTER
CIRCLE TILE TRIM,
INNER CORNERS

PVC 3.0 PVC PVC
MANHATTAN GRAY MANHATTAN GRAY MANHATTAN GRAY
Length: 3.0 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-5091-060 6.0 348-5091-060 6.0 349-5091-060
8.0 347-5091-080 8.0 348-5091-080 8.0 349-5091-080
10.0 347-5091-100 10.0 348-5091-100 10.0 349-5091-100
11.0 347-5091-110 11.0 348-5091-110 11.0 349-5091-110
12.5 348-5091-125 12.5 349-5091-125
PVC 25 PVC PVC
WHITE WHITE WHITE
Length: 2.5 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-501-06025 6.0 348-501-060 6.0 349-501-060
8.0 347-501-08025 8.0 348-501-080 8.0 349-501-080
10.0 347-501-10025 10.0 348-501-100 10.0 349-501-100
11.0 347-501-11025 11.0 348-501-110 11.0 349-501-110
12,5 347-501-12525 125 348-501-125 125 349-501-125
PVC 3.0 PVC PVC
JASMINE JASMINE JASMINE
Length: 3.0 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-5011-060 6.0 348-5011-060 6.0 349-5011-060
8.0 347-5011-080 8.0 348-5011-080 8.0 349-5011-080
10.0 347-5011-100 10.0 348-5011-100 10.0 349-5011-100
11.0 347-5011-110 11.0 348-5011-110 11.0 349-5011-110
125 347-5011-125 125 348-5011-125 125 349-5011-125
PVC 25 PVC PVC
JASMINE JASMINE JASMINE
Length: 2.5 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-5011-06025 6.0 348-5011-060 6.0 349-5011-060
8.0 347-5011-08025 8.0 348-5011-080 8.0 349-5011-080
10.0 347-5011-10025 10.0 348-5011-100 10.0 349-5011-100
11.0 347-5011-11025 11.0 348-5011-110 11.0 349-5011-110
125 347-5011-12525 125 348-5011-125 125 349-5011-125
PVC 25 PVC PvC
SILVER GRAY SILVER GRAY SILVER GRAY
Length: 2.5 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-5092-06025 6.0 348-5092-060 6.0 349-5092-060
8.0 347-5092-08025 8.0 348-5092-080 8.0 349-5092-080
10.0 347-5092-10025 10.0 348-5092-100 10.0 349-5092-100
11.0 347-5092-11025 11.0 348-5092-110 11.0 349-5092-110



BLANKE QUARTER
CIRCLE TILE TRIM

BLANKE QUARTER
CIRCLE TILE TRIM,
OUTER CORNERS
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BLANKE QUARTER
CIRCLE TILE TRIM,
INNER CORNERS

PVC 25 PVC PVC
MANHATTAN GRAY MANHATTAN GRAY MANHATTAN GRAY
Length: 2.5 m PU: 5 pcs. PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
6.0 347-5091-06025 6.0 348-5091-060 6.0 349-5091-060
8.0 347-5091-08025 8.0 348-5091-080 8.0 349-5091-080
10.0 347-5091-10025 10.0 348-5091-100 10.0 349-5091-100
11.0 347-5091-11025 11.0 348-5091-110 11.0 349-5091-110
125 347-5091-12525 125 348-5091-125 125 349-5091-125

Expert tip: 1

When ordering the BLANKE
QUARTER CIRCLE TILE TRIM
please do not forget the inner
and outer corners!

il

L

02
04
Important note: 1
If you order 50 corners pieces
they will be delivered in a display
sales box.
06
08
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BLANKE TRIANGULAR TILE TRIM

The Blanke Triangular Tile Trim is made of high-quality aluminium or brass. It creates a deco-
rative and professional finish at edges and corners; it can also be used to create the perfect
transition between different heights and floor coverings. To ensure product durability the
aluminium and brass profiles are first chromated; the supporting rib of the aluminium profiles
ensure a particularly high level of stability. The profiles are scratch resistant and largely weather
and UV light resistant. Please observe the notes regarding material surfaces.

Aluminium BLANKE BLANKE
= TRIANGULAR TILE TRIM  TRIANGULAR TILE TRIM,
! . OUTER CORNERS
04 1
ALUMINIUM 2.5 ALUMINIUM
32— MATT SILVER, ANODIZED MATT SILVER, ANODIZED
Length: 2.5 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
1 Advantages:
. . 6.0 380-410-06025 6.0 382-410-060
> High quality o 8.0 380-410-08025 8.0 382-410-080
> With integrated supporting rib
. ; 10.0 380-410-10025 10.0 382-410-100
(aluminium version)
- Weather resistant! 125 380-410-12525 125 382-410-125
06 14.0 380-410-14025 14.0 382-410-140
y/ Sy ALUMINIUM 2.5 ALUMINIUM
, "“-—-‘/ SHINY SILVER, ANODIZED SHINY SILVER, ANODIZED
/ ] / Length: 2.5 m PU: 5 pes. PU: 1 pe.
‘ \ h=mm Art. no. h=mm Art. no.
—— 6.0 380-430-06025 6.0 382-430-060
8.0 380-430-08025 8.0 382-430-080
10.0 380-430-10025 10.0 382-430-100
125 380-430-12525 125 382-430-125
3 14.0 380-430-14025 14.0 382-430-140
1 Expert tip:
When ordering please do not forget
the appropriate outer corners for
BLANKE TRIANCULAR TILE TRIMS!

=
o
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BLANKE DEKOPROFIL

The BLANKE DEKOPROFIL is made of brass or extruded aluminium and provides a decora-
tive joint design in tiled surfaces. It is also the preferred choice of professionals for perime-
ters to provide a protective and decorative edge. Please observe the notes regarding material
surfaces.

ERE N0 L B |
BRASS 2.5 BRASS 2.5
NATURAL SHINY CHROME-PLATED
Length: 25 m PU: 5 pcs. Length: 25 m PU: 1 pc.
h=mm Art. no. h=mm Art. no.
9.0 304-300-09025 9.0 304-340-09025
110 304-300-11025 11.0 304-340-11025
12.5 304-300-12525 125 304-340-12525
15.0 304-300-15025 15.0 304-340-15025

BLANKE DEKOPROFIL, INNER AND OUTER CORNERS

Ve ——n-———w Important note: 1
BRASS If you order 50 corners pieces
SHINY CHROME-PLATED they will be delivered in a display
PU: 1 pc. sales box.
h=mm Art. no.
9.0 652-340-090

110 652-340-110

12.5 652-340-125

15.0 652-340-150

BLANKE F-PROFILE

BLANKE F-PROFILE is a silver anodized aluminium profile designed to accommodate panes of
glass in wall and floor areas. The profile is available in various heights, matched to the thickness
of the tiles. The result is a U-shaped mount that sits flush with the covering to integrate panes
of glass, for example shelves, dividers etc.

e == | et 15— ] Aluminium
ALUMINIUM 25

MATT SILVER, ANODIZED

Length: 25 m PU: 1 pc. ,

h=mm Art. no. <= -

- 13—

7.0 292-410-07025 * |
9.0 292-410-09025
11.0 292-410-11025 .
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I The BLANKE CUBELINE is also
available in the colours from the
BLANKE NEW YORK EDITION. Dis-
cover all our in-stock NEW YORK
EDITION articles or ask for your
individual NEW YORK bathroom in
your desired colour.

'NEW YORK

I Al Blanke profiles and underlay-
ment systems for ceramic tile and
stone made of stainless steel are
also available with the high-quality,
enhanced BLANKE LUXURY LINE
finish (page 35).

s
LUXURY LINE

Call us under our office line:
+49 2374 507 131
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BLANKE CUBELINE

BLANKE CUBELINE is a novel edge protector for corner solutions on tiled surfaces. The high-

light is the unusually decorative visual effects at corners, where the individual, visible surfaces
of the profile sides are, in contrast to traditional edge protectors, perfectly right-angled and

symmetrical by design. Several stunning finishes are available that make it possible to provide a
decorative accent to a wide range of tile designs and joint colours. In addition, BLANKE CUBELINE
also provides a durable protective edge for tile and stone coverings; the stainless steel version
can also be utilized as a stair nose.

BLANKE BLANKE CUBELINE,
CUBELINE INNER AND QUTER
CORNER
] ]
BRASS 2.5 BRASS
SHINY CHROME-PLATED SHINY CHROME-PLATED
Length: 2.5 m PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
4.5 740-340-04525 4.5 741-340-045
7.0 740-340-07025 7.0 741-340-070
9.0 740-340-09025 9.0 741-340-090
11.0 740-340-11025 11.0 741-340-110
125 740-340-12525 125 741-340-125
14.0 740-340-14025 14.0 741-340-140
STAINLESS STEEL 3.0 STAINLESS STEEL 2.7 STAINLESS STEEL
NATURAL NATURAL NATURAL
Length: 3.0 m PU: 5 pcs. Length: 2.7 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
4.5 740-280-045 9.0 740-280-09027 4.5 741-280-045
7.0 740-280-070 10.0 740-280-10027 7.0 741-280-070
9.0 740-280-090 11.0 740-280-11027 9.0 741-280-090
10.0 740-280-100 125 740-280-12527 10.0 741-280-100
11.0 740-280-110 11.0 741-280-110
12.5 740-280-125 125 741-280-125
14.0 740-280-140 14.0 741-280-140
STAINLESS STEEL 2.5 STAINLESS STEEL
NATURAL NATURAL
Length: 2.5 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
4.5 740-280-04525 4.5 741-280-045
7.0 740-280-07025 7.0 741-280-070
9.0 740-280-09025 9.0 741-280-090
10.0 740-280-10025 10.0 741-280-100
11.0 740-280-11025 11.0 741-280-110
125 740-280-12525 125 741-280-125
14.0 740-280-14025 14.0 741-280-140

STAINLESS STEEL LOOK
NATURAL

PU: 1 pc.

h=mm Art. no.
4.5 741-9280-045
7.0 741-9280-070
9.0 741-9280-090
10.0 741-9280-100
11.0 741-9280-110
125 741-9280-125
14.0 741-9280-140



BLANKE
CUBELINE

-

STAINLESS STEEL 3.0

-

STAINLESS STEEL 25
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BLANKE CUBELINE,
INNER AND OUTER
CORNER

-

STAINLESS STEEL

POLISHED POLISHED POLISHED
Length: 3.0 m PU: 5 pcs. Length: 2.5 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
4.5 740-286-045 4.5 740-286-04525 4.5 741-286-045
7.0 740-286-070 7.0 740-286-07025 7.0 741-286-070
9.0 740-286-090 9.0 740-286-09025 9.0 741-286-090
10.0 740-286-100 10.0 740-286-10025 10.0 741-286-100
11.0 740-286-110 11.0 740-286-11025 11.0 741-286-110
12.5 740-286-125 125 740-286-12525 12.5 741-286-125
14.0 740-286-140 14.0 740-286-14025 14.0 741-286-140

-

STAINLESS STEEL LOOK

POLISHED

PU: 1 pc.
h=mm Art. no.
4.5 741-9286-045
7.0 741-9286-070
9.0 741-9286-090
10.0 741-9286-100
11.0 741-9286-110
12,5 741-9286-125
14.0 741-9286-140

STAINLESS STEEL 3.0 STAINLESS STEEL 2.5 STAINLESS STEEL

BRUSHED BRUSHED BRUSHED

Length: 3.0 m PU: 5 pcs. Length: 2.5 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
4.5 740-280B-045 4.5 740-280B-04525 4.5 741-280B-045
7.0 740-280B-070 7.0 740-280B-07025 7.0 741-280B-070
9.0 740-280B-090 9.0 740-280B-09025 9.0 741-280B-090
10.0 740-280B-100 10.0 740-280B-10025 10.0 741-280B-100
11.0 740-280B-110 11.0 740-280B-11025 11.0 741-280B-110
12.5 740-280B-125 125 740-280B-12525 12.5 741-280B-125
14.0 740-280B-140 14.0 740-280B-14025 14.0 741-280B-140

STAINLESS STEEL 27

BRUSHED

STAINLESS STEEL LOOK

BRUSHED

Length: 2.7 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
9.0 740-280B-09027 4.5 741-928B-045
10.0 740-280B-10027 7.0 741-928B-070
11.0 740-280B-11027 9.0 741-928B-090
125 740-280B-12527 10.0 741-928B-100
11.0 741-928B-110
12.5 741-928B-125
14.0 741-928B-140

STAINLESS STEEL 3.0 STAINLESS STEEL 2.5 STAINLESS STEEL

CROSS BRUSHED CROSS BRUSHED CROSS BRUSHED

Length: 3.0 m PU: 5 pcs. Length: 2.5 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
7.0 740-280K-070 7.0 740-280K-07025 7.0 741-280K-070
9.0 740-280K-090 9.0 740-280K-09025 9.0 741-280K-090
11.0 740-280K-110 11.0 740-280K-11025 11.0 741-280K-110

Expert tip:

When ordering the BLANKE
CUBELINE profile, please think
about ordering corners that are
suitable for installation in both
inner and outer corners!

Important note:

If you order 50 corners pieces
they will be delivered in a display
sales box.

Important note:

Both the BLANKE CUBELINE
profiles in the known lengths
of 2.5 and 3.0 m as well as the
profiles in 2.7 m length can be
combined with corners made of
stainless steel and in stainless
steel look.
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Expert tip:

When ordering the BLANKE
CUBELINE profile, please think
about ordering corners that are
suitable for installation in both
inner and outer corners!

Important note:

If you order 50 corners pieces
they will be delivered in a display
sales box.

Important note:

Both the BLANKE CUBELINE
profiles in the known lengths
of 2.5 and 3.0 m as well as the
profiles in 2.7 m length can be
combined with corners made of
stainless steel and in stainless
steel look.

“powder-coated versions

BLANKE
CUBELINE

-

STAINLESS STEEL 25

V4A

BLANKE CUBELINE,
INNER AND OUTER
CORNER

Length: 25 m PU: 5 pcs.
h=mm Art. no.
7.0 740-285-07025
9.0 740-285-09025
10.0 740-285-10025
11.0 740-285-11025
12,5 740-285-12525
ALUMINIUM 3.0 ALUMINIUM 2.5 ALUMINIUM
MATT SILVER, ANODIZED MATT SILVER, ANODIZED MATT SILVER, ANODIZED
Length: 3.0 m PU: 5 pcs. Length: 2.5 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
4.5 740-410-045 4.5 740-410-04525 4.5 741-410AL-045
7.0 740-410-070 7.0 740-410-07025 7.0 741-410AL-070
9.0 740-410-090 9.0 740-410-09025 9.0 741-410AL-090
11.0 740-410-110 11.0 740-410-11025 11.0 741-410AL-110
12,5 740-410-125 125 740-410-12525 125 741-410AL-125
14.0 740-410-140 14.0 740-410-14025 14.0 741-410AL-140
ALUMINIUM 2.7 ALUMINIUM LOOK
MATT SILVER, ANODIZED MATT SILVER
Length: 2.7 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
9.0 740-410-09027 4.5 741-410-045
11.0 740-410-11027 7.0 741-410-070
12.5 740-410-12527 9.0 741-410-090
11.0 741-410-110
125 741-410-125
14.0 741-410-140
ALUMINIUM 3.0 ALUMINIUM 2.5 ALUMINIUM LOOK
STAINLESS STEEL METALLIC* STAINLESS STEEL METALLIC* STAINLESS STEEL METALLIC*
Length: 3.0 m PU: 5 pcs. Length: 2.5 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm 22 h=mm Art. no.
4.5 740-4502-045 4.5 740-4502-04525 4.5 741-4502-045
7.0 740-4502-070 7.0 740-4502-07025 7.0 741-4502-070
9.0 740-4502-090 9.0 740-4502-09025 9.0 741-4502-090
11.0 740-4502-110 11.0 740-4502-11025 11.0 741-4502-110
125 740-4502-125 125 740-4502-12525 125 741-4502-125
14.0 740-4502-140 14.0 740-4502-14025 14.0 741-4502-140
ALUMINIUM 3.0 ALUMINIUM 2.5 ALUMINIUM LOOK
SHINY SILVER, ANODIZED SHINY SILVER, ANODIZED SHINY SILVER
Length: 3.0 m PU: 5 pcs. Length: 2.5 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
4.5 740-430-045 4.5 740-430-04525 4.5 741-430-045
7.0 740-430-070 7.0 740-430-07025 7.0 741-430-070
9.0 740-430-090 9.0 740-430-09025 9.0 741-430-090
11.0 740-430-110 11.0 740-430-11025 11.0 741-430-110
125 740-430-125 125 740-430-12525 125 741-430-125
14.0 740-430-140 14.0 740-430-14025 14.0 741-430-140
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BLANKE BLANKE CUBELINE,
CUBELINE INNER AND OUTER
CORNER
[ TR e I
ALUMINIUM 3.0 ALUMINIUM 2.5 ALUMINIUM
SILVER, ANODIZED, CROSS BRUSHED SILVER, ANODIZED, CROSS BRUSHED SILVER, ANODIZED, CROSS BRUSHED
Length: 3.0 m PU: 5 pcs. Length: 25 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
4.5 740-430K-045 4.5 740-430K-04525 4.5 741-430K-045
7.0 740-430K-070 7.0 740-430K-07025 7.0 741-430K-070
9.0 740-430K-090 9.0 740-430K-09025 9.0 741-430K-090
11.0 740-430K-110 11.0 740-430K-11025 11.0 741-430K-110
125 740-430K-125 125 740-430K-12525 125 741-430K-125
14.0 740-430K-140 14.0 740-430K-14025 14.0 741-430K-140
ALUMINIUM 3.0 ALUMINIUM 2.5 ALUMINIUM LOOK
MATT WHITE* MATT WHITE* WHITE*
Length: 3.0 m PU: 5 pcs. Length: 2.5 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
4.5 740-450-045 4.5 740-450-04525 4.5 741-450-045
7.0 740-450-070 7.0 740-450-07025 7.0 741-450-070
9.0 740-450-090 9.0 740-450-09025 9.0 741-450-090
11.0 740-450-110 11.0 740-450-11025 11.0 741-450-110
125 740-450-125 125 740-450-12525 125 741-450-125
14.0 740-450-140 14.0 740-450-14025 14.0 741-450-140
e IR B LSBT L AR e I MR SM LT L LTS I v AL o L TR
ALUMINIUM 3.0 ALUMINIUM 2.5 ALUMINIUM
TITANIUM, ANODIZED TITANIUM, ANODIZED TITANIUM, ANODIZED
Length: 3.0 m PU: 5 pcs. Length: 2.5 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
4.5 740-446-045 4.5 740-446-04525 4.5 741-446-045
7.0 740-446-070 7.0 740-446-07025 7.0 741-446-070
9.0 740-446-090 9.0 740-446-09025 9.0 741-446-090
11.0 740-446-110 11.0 740-446-11025 11.0 741-446-110
125 740-446-125 125 740-446-12525 125 741-446-125
14.0 740-446-140 14.0 740-446-14025 14.0 741-446-140
i R A s N < R e i
ALUMINIUM 2.5 ALUMINIUM
MATT BLACK, ANODIZED MATT BLACK, ANODIZED
Length: 2.5 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
7.0 740-416-07025 7.0 741-416-070
9.0 740-416-09025 9.0 741-416-090
11.0 740-416-11025 11.0 741-416-110
125 740-416-12525 125 741-416-125
eSS o | EeEEssesse —os - e s

ALUMINIUM anopizeo 3.0

MATT BLACK, BRUSHED

ALUMINIUM anobizeo 2.5

MATT BLACK, BRUSHED

ALUMINIUM anopizep

MATT BLACK, BRUSHED

Length: 3.0 m PU: 5 pcs. Length: 25 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
4.5 740-416B-045 4.5 740-416B-04525 4.5 741-416B-045
7.0 740-416B-070 7.0 740-416B-07025 7.0 741-416B-070
9.0 740-416B-090 9.0 740-416B-09025 9.0 741-416B-090
11.0 740-416B-110 11.0 740-416B-11025 11.0 741-416B-110
125 740-416B-125 125 740-416B-12525 125 741-416B-125
14.0 740-416B-140 14.0 740-416B-14025 14.0 741-416B-140
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Expert tip:

When ordering the BLANKE
CUBELINE profile, please think
about ordering corners that are
suitable for installation in both
inner and outer corners!

02

04

06
Important note:
If you order 50 corners pieces
they will be delivered in a display
sales box.
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BLANKE
CUBELINE

== S
ALUMINIUM anobizeo 3.0

MATT SILVER, BRUSHED

= S
ALUMINIUM anopizep 2.5

MATT SILVER, BRUSHED

BLANKE CUBELINE,
INNER AND OUTER
CORNER

s
ALUMINIUM anopizep

MATT SILVER, BRUSHED

Length: 3.0 m PU: 5 pcs. Length: 2.5 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
45 740-410B-045 4.5 740-410B-04525 4.5 741-410B-045
7.0 740-410B-070 7.0 740-410B-07025 7.0 741-410B-070
9.0 740-410B-090 9.0 740-410B-09025 9.0 741-410B-090
11.0 740-410B-110 11.0 740-410B-11025 11.0 741-410B-110
12,5 740-410B-125 125 740-410B-12525 125 741-410B-125
14.0 740-410B-140 14.0 740-410B-14025 14.0 741-410B-140
B o s s
ALUMINIUM anopizep 2.7 ALUMINIUM anopizep
MATT SILVER, BRUSHED MATT SILVER, BRUSHED
Length: 2.7 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
9.0 740-410B-09027 9.0 741-410B-090
11.0 740-410B-11027 11.0 741-410B-110
12.5 740-410B-12527 125 741-410B-125
- ~ R - B —— =

ALUMINIUM anopizeo 3.0

MATT CHAMPAGNE, BRUSHED

ALUMINIUM anopizep 2.5

MATT CHAMPAGNE, BRUSHED

ALUMINIUM anopizep

MATT CHAMPAGNE, BRUSHED

Length: 3.0 m PU: 5 pcs. Length: 2.5 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
4.5 740-470B-045 4.5 740-470B-04525 4.5 741-470B-045
7.0 740-470B-070 7.0 740-470B-07025 7.0 741-470B-070
9.0 740-470B-090 9.0 740-470B-09025 9.0 741-470B-090
11.0 740-470B-110 11.0 740-470B-11025 11.0 741-470B-110
125 740-470B-125 125 740-470B-12525 125 741-470B-125
14.0 740-470B-140 14.0 740-470B-14025 14.0 741-470B-140
EEETN— el T OSSR
ALUMINIUM 2.5 ALUMINIUM

BRUSHED, MID-BRONZE, ANODIZED BRUSHED, MID-BRONZE, ANODIZED
Length: 25 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
7.0 740-449-07025 7.0 741-449-070
9.0 740-449-09025 9.0 741-449-090
11.0 740-449-11025 11.0 741-449-110
125 740-449-12525 125 741-449-125



BLANKE
CUBELINE

B ===
ALUMINIUM anopizeo 3.0

MATT GOLD, BRUSHED

= - ===
ALUMINIUM anopbizeo 2.5

MATT GOLD, BRUSHED

TRIMS AND PROFILES FOR CERAMIC TILE AND STONE

BLANKE CUBELINE,
INNER AND OUTER
CORNER

B = _ae==—aE
ALUMINIUM anopizep

MATT GOLD, BRUSHED

Length: 3.0 m PU: 5 pcs. Length: 2.5 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
4.5 740-42GB-045 4.5 740-42GB-04525 4.5 741-42GB-045
7.0 740-42GB-070 7.0 740-42GB-07025 7.0 741-42GB-070
9.0 740-42GB-090 9.0 740-42GB-09025 9.0 741-42GB-090
11.0 740-42GB-110 11.0 740-42GB-11025 11.0 741-42GB-110
125 740-42GB-125 125 740-42GB-12525 125 741-42GB-125
14.0 740-42GB-140 14.0 740-42GB-14025 14.0 741-42GB-140
ALUMINIUM 3.0 ALUMINIUM 2.5 ALUMINIUM
MATT GOLD, ANODIZED MATT GOLD, ANODIZED MATT GOLD, ANODIZED
Length: 3.0 m PU: 5 pcs. Length: 2.5 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
4.5 740-420-045 4.5 740-420-04525 4.5 741-420-045
7.0 740-420-070 7.0 740-420-07025 7.0 741-420-070
9.0 740-420-090 9.0 740-420-09025 9.0 741-420-090
11.0 740-420-110 11.0 740-420-11025 11.0 741-420-110
125 740-420-125 125 740-420-12525 125 741-420-125
14.0 740-420-140 14.0 740-420-14025 14.0 741-420-140
IEEEN—————. 2 IEESSSss—————. 0 02020 EEEEESSs————

ALUMINIUM anopizeo 3.0

MATT TITANIUM, BRUSHED

ALUMINIUM anobizeo 2.5

MATT TITANIUM, BRUSHED

ALUMINIUM anopizep

MATT TITANIUM, BRUSHED

Length: 3.0 m PU: 5 pcs. Length: 25 m PU: 5 pcs. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
4.5 740-446B-045 4.5 740-446B-04525 4.5 741-446B-045
7.0 740-446B-070 7.0 740-446B-07025 7.0 741-446B-070
9.0 740-446B-090 9.0 740-446B-09025 9.0 741-446B-090
11.0 740-446B-110 11.0 740-446B-11025 11.0 741-446B-110
125 740-446B-125 125 740-446B-12525 125 741-446B-125
14.0 740-446B-140 14.0 740-446B-14025 14.0 741-446B-140
= DN

ALUMINIUM anopizeo 2.7

MATT TITANIUM, BRUSHED

Length: 2.7 m PU: 5 pcs.
h=mm Art. no.
9.0 740-446B-09027
110 740-446B-11027
125 740-446B-12527

ALUMINIUM anopizep

MATT TITANIUM, BRUSHED

PU: 1 pc.

h=mm Art. no.
9.0 741-446B-090
11.0 741-446B-110
125 741-446B-125
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" BLANKE LUXURY LINE starids Tor eleg _
this ranée of partic'ularly‘enhénced D , Nigh class aesthetics
that satisfy even the most exacting demands go hand in hand with
elegant luxury. The profiles, Aqua profiles and grate covers are.
available with a coating in 18 carat rose-gold or 24 carat g'old'~
and as a black platinum effect to set stylish statements in modern
architecture. Thanks to the exclusive nature of these products they =+, i
lend individuality to the design of your room and in combination, j
with current trends in tiles they represent an accomplished sym-
biosis. With a luxury class of tiling accessories we are able to fulfil
the highest standards of quality.

d exclusiVeness. With

Visit our BLANKE BLUE BASE for more information.
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Brass & Stainless steel

Aluminium

04 .

06 I Important note:
Stainless steel finish

brushed: 240 grain size

1 Advantages:

> Universal installation height from
4 mm, which makes it suitable
for the version with mosaic tiles

Aluminium

BLANKE DEKOLINE

BLANKE DEKOLINE is a border profile designed to create an appealing finish to wall coverings.
BLANKE DEKOLINE combines perfectly with the corresponding BLANKE QUARTER CIRCLE
TILE TRIMS to create a professional solution for corners (choose same material and colours).
BLANKE DEKOLINE made of stainless steel can also be used to create attractive floor coverings.

| i e R R e s T e
BRASS 2.5 STAINLESS STEEL 2.5 ALUMINIUM 2.5
SHINY CHROME-PLATED BRUSHED SHINY GOLD, ANODIZED
Length: 2.5 m PU: 1 pc. Length: 2.5 m PU: 1 pc. Length: 2.5 m PU: 2 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
25 622-340-25250 25 622-280B-25250 25 622-480-25250
_———
ALUMINIUM 2.5 ALUMINIUM 2.5 ALUMINIUM 2.5
MATT GOLD, ANODIZED SHINY SILVER, ANODIZED MATT SILVER, ANODIZED
Length: 2.5 m PU: 2 pcs. Length: 2.5 m PU: 2 pcs. Length: 2.5 m PU: 2 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
25 622-420-25250 25 622-430-25250 25 622-410-25250

BLANKE GAP

Made of aluminium BLANKE GAP is designed to create shadow joints between the tiled surface
and adjacent surfaces. The width of the shadow joint is determined by the thickness of the

tiles. The profile can equally be adapted to different tile thicknesses - to create a professional
finish on outside edges of square pillars or projecting structures. In addition to protecting tile
edges it creates an optical impression of a 90° recessed inner corner.

BLANKE GAP BLANKE GAP,
OUTER CORNERS
ALUMINIUM 25 PVC
MATT SILVER, ANODIZED MATT SILVER
Length: 25 m PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
7.0 320-410-07025 7.0 321-510-070
9.0 320-410-09025 9.0 321-510-090
11.0 320-410-11025 11.0 321-510-110
125 320-410-12525 125 321-510-125
S P i 5 I S A S R SR S
ALUMINIUM 25 PVC
MATT BLACK MATT BLACK
Length: 2.5 m PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
7.0 320-456-07025 7.0 321-516-070
9.0 320-456-09025 9.0 321-516-090
11.0 320-456-11025 11.0 321-516-110
125 320-456-12525 125 321-516-125



BLANKE CORN-E

TRIMS AND PROFILES FOR CERAMIC TILE AND STONE

BLANKE CORN-E is made of stainless steel, material no. 1.4301 (V2A), and features a matt
brushed surface (grain size: 240), which is covered with a protective film. The stainless steel
CORN-E is particularly suitable for locations where tile edges and corners require particular
protection against impacts and breakages (commercial kitchens, workshops etc.).

STAINLESS STEEL 3.0

BRUSHED

STAINLESS STEEL 25

BRUSHED

STAINLESS STEEL 2.0

BRUSHED

Length: 3.0 m PU: 1 pc. Length: 2.5 m PU: 1 pc. Length: 2.0 m PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
8.0 197-280-080 8.0 197-280-08025 8.0 197-280-0802
10.0 197-280-100 10.0 197-280-10025 10.0 197-280-1002

STAINLESS STEEL 1.5

BRUSHED

STAINLESS STEEL 3.0

V4A, BRUSHED

STAINLESS STEEL 25

V4A, BRUSHED

Length: 1.5 m PU: 1 pc. Length: 3.0 m PU: 1 pc. Length: 2.5 m PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
8.0 197-280-08015 8.0 197-285-080 8.0 197-285-08025
10.0 197-280-10015 10.0 197-285-100 10.0 197-285-10025

STAINLESS STEEL 20

V4A, BRUSHED

STAINLESS STEEL 1.5

V4A, BRUSHED

Length: 2.0 m PU: 1 pc. Length: 1.5 m PU: 1 pc.
h=mm Art. no. h=mm Art. no.
8.0 197-285-0802 8.0 197-285-08015
10.0 197-285-1002 10.0 197-285-10015

Stainless steel

63
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Important note:

Stainless steel finish
brushed: 240 grain size
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Stainless steel

I

I Important note:

Stainless steel finish
brushed: 240 grain size
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BLANKE CORNER ANGLES

The Blanke Corner Angle is the professional retrofit solution when it subsequently emerges that
tiled corners and edges need protecting against the effects of significant mechanical loads. The
1.0 mm gauge angle section made of stainless steel, material 1.4301 (V2A) or 1.4401 (V4A),
matt brushed (240 grain size), is covered with a protective film and if desired, with double-sided
adhesive tape on the inside surfaces of the legs. The edges are burr-free.

STAINLESS STEEL 3.0

BRUSHED WITH ADHESIVE TAPE

STAINLESS STEEL 25

BRUSHED WITH ADHESIVE TAPE

STAINLESS STEEL 2.0
BRUSHED WITH ADHESIVE TAPE

Length: 3.0 m PU: 1 pc. Length: 2.5 m PU: 1 pc. Length: 2.0 m PU: 1 pc.
hxh=mm Art. no. hxh=mm Art. no. hxh=mm Art. no.
30x30 364-280-030 30x30 364-280-03025 30%30 364-280-0302
40x40 364-280-040 40x40 364-280-04025 40x40 364-280-0402
60x60 364-280-060 60 x60 364-280-06025 60 x60 364-280-0602

STAINLESS STEEL 1.5

BRUSHED WITH ADHESIVE TAPE

STAINLESS STEEL 3.0
BRUSHED WITHOUT ADHESIVE TAPE

STAINLESS STEEL 25
BRUSHED WITHOUT ADHESIVE TAPE

Length: 1.5 m PU: 1 pc. Length: 3.0 m PU: 1 pc. Length: 2.5 m PU: 1 pc.
hxh=mm Art. no. hxh=mm Art. no. hxh=mm Art. no.
30x30 364-280-03015 30x30 448-280-030 30%30 448-280-03025
40x40 364-280-04015 40x40 448-280-040 40x40 448-280-04025
60x60 364-280-06015 60 x60 448-280-060 60 x60 448-280-06025

STAINLESS STEEL 2.0

BRUSHED WITHOUT ADHESIVE TAPE

STAINLESS STEEL 1.5
BRUSHED WITHOUT ADHESIVE TAPE

STAINLESS STEEL 3.0
V4A, BRUSHED WITHOUT
ADHESIVE TAPE

Length: 2.0 m PU: 1 pc. Length: 1.5 m PU: 1 pc. Length: 3.0 m PU: 1 pc.

hxh=mm Art. no. hxh=mm Art. no. hxh=mm Art. no.
30x30 448-280-0302 30x30 448-280-03015 30x30 448-285-030
40x40 448-280-0402 40 x40 448-280-04015 40x40 448-285-040
60x60 448-280-0602 60x60 448-280-06015

STAINLESS STEEL 2.5 STAINLESS STEEL 2.0 STAINLESS STEEL 1.5

V4A, BRUSHED WITHOUT V4A, BRUSHED WITHOUT V4A, BRUSHED WITHOUT

ADHESIVE TAPE ADHESIVE TAPE ADHESIVE TAPE

Length: 25 m PU: 1 pc. Length: 2.0 m PU: 1 pc. Length: 1.5 m PU: 1 pc.

hxh=mm Art. no. hxh=mm Art. no. hxh=mm Art. no.
30x30 448-285-03025 30x30 448-285-0302 30x30 448-285-03015
40x40 448-285-04025 40 x40 448-285-0402 40x40 448-285-04015
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BLANKE CORNER ANGLES PLUS

The Blanke Corner Angle plus is a stainless steel profile with lightly bevelled ends with which
it is possible to retrospectively protect tile edges and corners from impact and breaking. The
1.0 mm gauge angle section is made of stainless steel, material 1.4301 (V2A) or 1.4401 (V4A),

matt brushed (240 grain size).

STAINLESS STEEL 25

BRUSHED WITHOUT ADHESIVE TAPE

STAINLESS STEEL 2.0

BRUSHED WITHOUT ADHESIVE TAPE

Length: 25 m PU: 1 pc. Length: 2.0 m PU: 1 pc.
hxh=mm Art. no. hxh=mm Art. no.
15x15 451-280-01525 15x15 451-280-01520
30x30 451-280-03025 30x30 451-280-03020
40x40 451-280-04025 40x40 451-280-04020

STAINLESS STEEL 25
V4A, BRUSHED WITHOUT
ADHESIVE TAPE

STAINLESS STEEL 2.0

V4A, BRUSHED WITHOUT

ADHESIVE TAPE

Length: 2.5 m PU: 1 pc. Length: 2.0 m PU: 1 pc.
hxh=mm Art. no. hxh=mm Art. no.
30x30 451-285-03025 30%30 451-285-03020
40 x40 451-285-04025 40x40 451-285-04020

BLANKE SILL PROFILE

Made of stainless steel BLANKE SILL PROFILE is designed to provide a transition between
coverings of different heights, in particular in door threshold areas. The polished visible face of
the edge profile creates a visually attractive finish that also protects the ceramic tile covering

at the same time.

STAINLESS STEEL 3.0 STAINLESS STEEL 1.0

BRUSHED BRUSHED

Inner height: 10 mm; Length: 3.0 m PU: 1 pc. Inner height: 10 mm; Length: 1.0 m PU: 1 pc.

hl=mm h2=mm Art. no. hl=mm h2=mm Art. no.
21.0 10.0 757-280B-10213 21.0 10.0 757-280B-10211
26.0 15.0 757-280B-10263 26.0 15.0 757-280B-10261
31.0 20.0 757-280B-10313 31.0 20.0 757-280B-10311
46.0 35.0 757-280B-10463 46.0 35.0 757-280B-10461

STAINLESS STEEL 3.0 STAINLESS STEEL 1.0

BRUSHED BRUSHED

Inner height: 12.5 mm; Length: 3.0 m PU: 1 pc. Inner height: 12.5 mm; Length: 1.0 m PU: 1 pc.

hl=mm h2=mm Art. no. hl=mm h2=mm Art. no.
235 10.0 757-280B-12233 235 10.0 757-280B-12231
28.5 15.0 757-280B-12283 28.5 15.0 757-280B-12281
335 20.0 757-280B-12333 335 20.0 757-280B-12331
48.5 35.0 757-280B-12483 48.5 35.0 757-280B-12481

Stainless steel

Important note: 1

Stainless steel finish
brushed: 240 grain size

Stainless steel
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Important note:

Stainless steel finish
brushed: 240 grain size

10
12
[ I
14



STAIR AND
SAFETY PROFILES

10
12




|42 BLANKE NON-SLIP |45 BLANKE DECO STAIR L

TREAD NOSING - MODERN I



42 STAIR AND SAFETY PROFILES

Aluminium & PVC

o L ¥
06
I Expert tip:
Suitable insert strips and cover caps
for BLANKE NON-SLIP TREADS can
be ordered individually.
08
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BLANKE NON-SLIP TREAD

The BLANKE NON-SLIP TREAD consists of an extruded aluminium profile and a PVC insert
strip. It is particularly non-slip and durable. Due to the well thought through design the base
profile guarantees the insert strip is seated absolutely securely. The nose in the tread area is
strengthened and the rounded contours of the base profile prevent the nose being sheared off.
The design of the aluminium profile is the same for all tile thicknesses.

T T P

ALUMINIUM 3.0 ALUMINIUM 1.5 ALUMINIUM 1.0
INCL. INSERT STRIP GRAY INCL. INSERT STRIP GRAY INCL. INSERT STRIP GRAY

Length: 3.0 m PU: 1 pc. Length: 1.5 m PU: 1 pc. Length: 1.0 m PU: 1 pc.

h=mm Art. no. h=mm Art. no. h=mm Art. no.

9.0 458-509-090 9.0 458-509-0915 9.0 458-509-091

11.0 458-509-110 11.0 458-509-1115 11.0 458-509-111

it i i i st s

ALUMINIUM 3.0 ALUMINIUM 1.5 ALUMINIUM 1.0

INCL. INSERT STRIP
GRAPHITE BLACK

INCL. INSERT STRIP
GRAPHITE BLACK

INCL. INSERT STRIP
GRAPHITE BLACK

Length: 3.0 m PU: 1 pc. Length: 1.5 m PU: 1 pc. Length: 1.0 m PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
9.0 458-506-090 9.0 458-506-0915 9.0 458-506-091
11.0 458-506-110 11.0 458-506-1115 11.0 458-506-111
BLANKE NON-SLIP TREAD, INSERT STRIP
]
PVC 3.0 PVC 3.0
GRAY GRAPHITE BLACK
Length: 3.0 m PU: 1 pc. Length: 3.0 m PU: 1 pc.
h=mm Art. no. h=mm Art. no.
9.0 459-509-090 9.0 459-506-090
11.0 459-509-110 11.0 459-506-110

BLANKE NON-SLIP TREAD, COVER CAPS LEFT

]
PVC PVC
GRAY GRAPHITE BLACK
PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
9.0 456-509-090-LI 9.0 456-506-090-LI
11.0 456-509-110-LI 11.0 456-506-110-LI

BLANKE NON-SLIP TREAD, COVER CAPS RIGHT

]
PVC PVC
GRAY GRAPHITE BLACK
PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
9.0 456-509-090-RE 9.0 456-506-090-RE
11.0 456-509-110-RE 11.0 456-506-110-RE



BLANKE SIDEKO

The BLANKE SIDEKO step profile consists of an extruded aluminium profile and a PVC insert
strip available in three different colours. The plastic inserts are lightly grooved to ensure their
particularly non-slip properties. The design ensures they are securely seated in the aluminium
base profile. Wear cannot be ruled out if they are exposed to particularly heavy traffic.

R T T
ALUMINIUM 2.5 ALUMINIUM 1.25 ALUMINIUM 1.0
INCL. INSERT STRIP GRAY INCL. INSERT STRIP GRAY INCL. INSERT STRIP GRAY
Length: 25 m PU: 1 pc. Length: 1.25 m PU: 1 pc. Length: 1.0 m PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
8.0 441-419-08025 8.0 441-419-080125 8.0 441-419-080100
10.0 441-419-10025 10.0 441-419-100125 10.0 441-419-100100
[——— [ [E———
ALUMINIUM 2.5 ALUMINIUM 1.25 ALUMINIUM 1.0
INCL. INSERT STRIP BROWN INCL. INSERT STRIP BROWN INCL. INSERT STRIP BROWN
Length: 25 m PU: 1 pc. Length: 1.25 m PU: 1 pc. Length: 1.0 m PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
8.0 441-418-08025 8.0 441-418-080125 8.0 441-418-080100
10.0 441-418-10025 10.0 441-418-100125 100 441-418-100100
it i it i i i
ALUMINIUM 2.5 ALUMINIUM 1.25 ALUMINIUM 1.0
INCL. INSERT STRIP INCL. INSERT STRIP INCL. INSERT STRIP
GRAPHITE BLACK GRAPHITE BLACK GRAPHITE BLACK
Length: 2.5 m PU: 1 pc. Length: 1.25 m PU: 1 pc. Length: 1.0 m PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
8.0 441-416-08025 8.0 441-416-080125 8.0 441-416-080100
10.0 441-416-10025 10.0 441-416-100125 10.0 441-416-100100
ALUMINIUM 3.0 ALUMINIUM 2.5
WITHOUT INSERT STRIP WITHOUT INSERT STRIP
Length: 3.0 m PU: 1 pc. Length: 25 m PU: 1 pc.
h=mm Art. no. h=mm Art. no.
8.0 442-410-080300 8.0 442-410-080
10.0 442-410-100300 10.0 442-410-100
BLANKE SIDEKQO, INSERT STRIP COVER CAPS
D I———
PVC 25 PVC 25 METAL
GRAY GRAY BLACK, COATED DESIGN
Length: 25 m PU: 1 pc. Length: 25 m PU: 1 pc. PU: 5 pair
Art. no. Art. no. h=mm Art. no.
443-509 443-509-2500 8.0/10.0 563-166
el vttt NN el s s il
PVC 25 PVC 25
BROWN BROWN
Length: 25 m PU: 1 pc. Length: 25 m PU: 1 pc.
Art. no. Art. no.
443-508 443-508-2500
i il sy R A i e N S R M il T
PVC 25 PVC 25
GRAPHITE BLACK GRAPHITE BLACK
Length: 25 m PU: 1 pc. Length: 25 m PU: 1 pc.
Art. no. Art. no.
443-506 443-506-2500

STAIR AND SAFETY PROFILES 43

Aluminium

|, g S

Important note: 1

BLANKE SIDEKO consist of matt,
anodized aluminium, silver coloured.

Expert tip: 1

Suitable insert strips and cover
caps for BLANKE SIDEKO can be
ordered individually.

Important note: 1

Left and right versions of cover
caps are available.
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Stainless steel

— il |

Aluminium
8

BLANKE DECO STAIR NOSING - FLORENTINA

BLANKE DECO STAIR NOSING is designed to provide a decorative finish to steps while at the
same time protect the edge against flaking and mechanical damage. The decorative step profile
harmoniously accentuates the rustic step profile.

STAINLESS STEEL 2.5 STAINLESS STEEL 2.5 ALUMINIUM 3.0
NATURAL BRUSHED MATT SILVER, ANODIZED
Length: 2.5 m PU: 2 pcs. Length: 2.5 m PU: 2 pcs. Length: 3.0 m PU: 2 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
9.0 460-280-09025 9.0 460-280B-09025 8.0 460-410-080
11.0 460-280-11025 11.0 460-280B-11025 10.0 460-410-100
125 460-410-125
ALUMINIUM 2.5 ALUMINIUM 1.5 ALUMINIUM 1.25
MATT SILVER, ANODIZED MATT SILVER, ANODIZED MATT SILVER, ANODIZED
Length: 2.5 m PU: 2 pcs. Length: 1.5 m PU: 2 pcs. Length: 1.25 m PU: 2 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
8.0 460-410-08025 8.0 460-410-08015 8.0 460-410-080125
10.0 460-410-10025 10.0 460-410-10015 10.0 460-410-100125
12.5 460-410-12525 125 460-410-12515 125 460-410-125125
ALUMINIUM 1.0
MATT SILVER, ANODIZED
Length: 1.0 m PU: 2 pcs.
h=mm Art. no.
8.0 460-410-0801
10.0 460-410-1001
125 460-410-1251



BLANKE DECO STAIR NOSING - MODERN

BLANKE DECO STAIR NOSING creates an overall sense of harmony between the step and stair
nose. Made of rolled stainless steel the profile offers additional protection to prevent the base
material flaking as well as mechanical damage. The profiles emphasise the modern and clean-

shaped optic of stairs

STAINLESS STEEL 25
NATURAL

STAINLESS STEEL  1.25
NATURAL

STAINLESS STEEL 1.0
NATURAL

Length: 25 m PU: 2 pcs. Length: 1.25 m PU: 2 pcs. Length: 1.0 m PU: 2 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
7.0 462-280N-7025 7.0 462-280N-7125 7.0 462-280N-701
9.0 462-280N-9025 9.0 462-280N-9125 9.0 462-280N-901
125 462-280N-12525 12.5 462-280N-125125 125 462-280N-1251

STAINLESS STEEL 25
BRUSHED

STAINLESS STEEL  1.25
BRUSHED

STAINLESS STEEL 1.0
BRUSHED

Length: 25 m PU: 2 pcs. Length: 1.25 m PU: 2 pcs. Length: 1.0 m PU: 2 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
7.0 462-280B-7025 7.0 462-280B-7125 7.0 462-280B-701
9.0 462-280B-9025 9.0 462-280B-9125 9.0 462-280B-901
125 462-280B-12525 12.5 462-280B-125125 125 462-280B-1251
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Stainless steel
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Important note:

Profiles with protective film
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BLANKE STEPLINE

BLANKE STEPLINE stair nosing is a high quality profile made of stainless steel that features a
specially grooved and distinct tread to ensure a non-slip surface. Suitable BLANKE STEPLINE
AK end caps are available as accessories. BLANKE STEPLINE is suitable for incorporating in
steps with tiles and natural stone slabs laid in thin-bed mortar. They are ideal for commercial
areas exposed to high traffic. Slip resistance and water displacement category R10 V4.

STAINLESS STEEL 3.0

STAINLESS STEEL 25

BLANKE STEPLINE,
COVER CAP

STAINLESS STEEL

NATURAL NATURAL NATURAL
Length: 3.0 m PU: 1 pc. Length: 25 m PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
9.0 841-280-090 9.0 841-280-090250 9.0/11.0/13.5 842-280
110 841-280-110 11.0 841-280-110250
13.5 841-280-135 135 841-280-135250

STAINLESS STEEL 1.5 STAINLESS STEEL 1.25
NATURAL NATURAL
Length: 1.5 m PU: 1 pc. Length: 1.25m PU: 1 pc.
h=mm Art. no. h=mm Art. no.
9.0 841-280-090150 9.0 841-280-090125
110 841-280-110150 11.0 841-280-110125
13.5 841-280-135150 135 841-280-135125

STAINLESS STEEL 3.0

V4A, NATURAL

STAINLESS STEEL 25

V4A, NATURAL

Length: 3.0 m PU: 1 pc. Length: 25 m PU: 1 pc.
h=mm Art. no. h=mm Art. no.
9.0 841-285-090 9.0 841-285-090250
110 841-285-110 11.0 841-285-110250

STAINLESS STEEL 1.5 STAINLESS STEEL 1.25
V4A, NATURAL V4A, NATURAL
Length: 1.5 m PU: 1 pc. Length: 1.25m PU: 1 pc.
h=mm Art. no. h=mm Art. no.
9.0 841-285-090150 9.0 841-285-090125
110 841-285-110150 11.0 841-285-110125
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Now even more lengths available
to make better use as with helical
stairs.

300 —=f Stainless steel
F’\A—\g © 04
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Important note: 1 I
06

Important note: 1

BLANKE STEPLINE is suitable for 08

flush installation in the tiled sur-

face or for setting in concrete.
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BLANKE SELF-ADHESIVE TRANSITION PROFILE

The BLANKE SELF-ADHESIVE TRANSITION PROFILE provides a simple and clean stepless tran-
sition from a tiled surface to a carpet, parquet or other style of floor covering. The transition
profiles boast a high quality glue with an unusually powerful adhesive strength. The adhesive
quality is retained even in the face of extreme expansion. Thermal stability is guaranteed from
-30°Cto +80 °C.

Stainless steel . - |
W ‘ STAINLESS STEEL 2.7
- NATURAL
i ] Length: 2.7 m PU: 10 pcs.
w=mm Art. no.
30.0 434-280-030
- 50.0 434-280-050

adhesive

[=Y - o o
N o [o3) o




BLANKE FP-PROFIL

The BLANKE FP-PROFILE is designed to be pressed into the joint after the tiles are laid to
provide a clean and seamless transition between two flooring surfaces of different heights.
Depending on the joint width and desired degree of accentuation of the joint transition there
are brass and aluminium cover profiles available in widths of 14 mm and 20 mm as well as
stainless steel versions in widths of 14 mm and 25 mm.

TRANSITION AND RENOVATION PROFILES 51

BRASS 3.0 BRASS 2.5 BRASS 1.0
NATURAL NATURAL NATURAL

Length: 3.0 m PU: 1 pc. Length: 25 m PU: 1 pc. Length: 1.0 m PU: 1 pc.
w=mm Art.no.  w=mm Art. no. w=mm Art. no.
14.0 449-300-14 14.0 449-300-1425 14.0 449-300-1401
20.0 449-300-20 20.0 449-300-2025 20.0 449-300-2001
| |
BRASS 2.5 BRASS 1.0

SHINY CHROME-PLATED SHINY CHROME-PLATED
Length: 25 m PU: 1 pc. Length: 1.0 m PU: 1 pc.
w=mm Art. no. w=mm Art. no.
14.0 449-340-1425 14.0 449-340-1401
20.0 449-340-2025 20.0 449-340-2001

STAINLESS STEEL 3.0
BRUSHED

STAINLESS STEEL 25
BRUSHED

STAINLESS STEEL 1.0
BRUSHED

Length: 3.0 m PU: 1 pc. Length: 25 m PU: 1 pc. Length: 1.0 m PU: 1 pc.

w=mm Art.no.  w=mm Art. no. w=mm Art. no.
14.0 449-280B-14 14.0 449-280B-1425 14.0 449-280B-1401
25.0 449-280B-25 25.0 449-280B-2525 25.0 449-280B-2501

ALUMINIUM 3.0 ALUMINIUM 2.5 ALUMINIUM 1.0

NATURAL NATURAL NATURAL

Length: 3.0 m PU: 1 pc. Length: 25 m PU: 1 pc. Length: 1.0 m PU: 1 pc.

w=mm Art.no.  w=mm Art. no. w=mm Art. no.
14.0 449-400-14 14.0 449-400-1425 14.0 449-400-1401
20.0 449-400-20 20.0 449-400-2025 20.0 449-400-2001

ALUMINIUM 3.0 ALUMINIUM 2.5 ALUMINIUM 1.0

MATT SILVER, ANODIZED MATT SILVER, ANODIZED MATT SILVER, ANODIZED

Length: 3.0 m PU: 1 pc. Length: 25 m PU: 1 pc. Length: 1.0 m PU: 1 pc.

w=mm Art.no.  w=mm Art. no. w=mm Art. no.
14.0 449-410-14 14.0 449-410-1425 14.0 449-410-1401
20.0 449-410-20 20.0 449-410-2025 20.0 449-410-2001

BLANKE FP-FIX

PVC

PU: 5 pcs.
Art. no.
450-900

4
W f—

Stainless steel

transitions.

WALL PLUGS
FOR BLANKE FP

Important note:

Refer to page 157 for the BLANKE
FP-FIX accessory part to easily
affix the BLANKE FP-PROFILE.

04
06
08

Advantage: 1

The individually shrunk robust

cover profiles provide edges with

lasting protection against wear

and abrasion. That results in clean,

durable and visually attractive
10
12
14
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Aluminium

Stainless steel

08—

Aluminium

BLANKE LEVEL

BLANKE LEVEL is a transition and renovation profile designed to provide seamless transitions.
Ideal for transitions to PVC floorings and carpets.

ALUMINIUM 2.5 STAINLESS STEEL 2.5
MATT SILVER, ANODIZED BRUSHED
Length: 25 m PU: 5 pcs. Length: 2.5 m PU: 5 pcs.
h=mm Art. no. h=mm Art. no.
8.0 579-410-08025 9.0 579-280B-09025
10.0 579-410-10025 11.0 579-280B-11025
12.5 579-410-12525 125 579-280B-12525

BLANKE CARPET PROFILE

The BLANKE CARPET PROFILE made of aluminium is designed to provide a seamless transition
from a tiled surface to an adjacent carpet or other floor covering such as wood, plastic or
laminate. This solution protects edges of adjacent floor coverings against the effects of traffic

loads.
ALUMINIUM 3.0 ALUMINIUM 2.5 ALUMINIUM 1.0
NATURAL NATURAL NATURAL
Length: 3.0 m PU: 5 pcs. Length: 2.5 m PU: 5 pcs. Length: 1.0 m PU: 5 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
8.0 218-400-080 8.0 218-400-08025 8.0 218-400-08001
10.0 218-400-100 10.0 218-400-10025 10.0 218-400-10001
ALUMINIUM 3.0 ALUMINIUM 2.5 ALUMINIUM 1.0
MATT SILVER, ANODIZED MATT SILVER, ANODIZED MATT SILVER, ANODIZED
Length: 3.0 m PU: 5 pcs. Length: 2.5 m PU: 5 pcs. Length: 1.0 m PU: 5 pcs.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
8.0 218-410-080 8.0 218-410-08025 8.0 218-410-08001
10.0 218-410-100 10.0 218-410-10025 10.0 218-410-10001
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BLANKE DRIVE

BLANKE DRIVE is a transition and renovation profile for seamless transitions exposed to load
movements on rollers. It is ideal for transitions between concrete floors or PVC coverings to
ceramic coverings, which are generally to be found in areas mostly subject to high traffic loads.

| . ¢ NS Aluminium
ALUMINIUM 2.5 72/76/100 B
MATT SILVER, ANODIZED
Length: 2.5 m PU: 1 pc.
h=mm Art. no.

10.0 580-410-10025

125 580-410-12525

15.0 580-410-15025

BLANKE SKIRTING

Made of aluminium the BLANKE SKIRTING is the perfect edge finish for all rising underlay-
ments on all surfaces in interior areas such as tiles, natural stone, carpet, parquet etc. We also
offer matching aluminium profiles for inner and outer corners in two different heights.

-

| . ¢ NS - l—f—-— Aluminium
ALUMINIUM 2.5 ALUMINIUM 2.5 ALUMINIUM 25 T

MATT SILVER, ANODIZED WHITE* MATT WHITE*

Length: 25 m PU: 1 pc. Length: 2.5 m PU: 1 pc. Length: 2.5 m PU: 1 pc.

h=mm Art. no. h=mm Art. no. h=mm Art. no.

40.0 221-410-040 40.0 221-450-040 40.0 221-451-040

60.0 221-410-060 60.0 221-450-060 60.0 221-451-060 t * 3
"

BLANKE SKIRTING, INNER CORNERS

08
10
I - _ 5 Expert tip: 1
ALUMINIUM ALUMINIUM ALUMINIUM Use the multi-purpose polymer
MATT SILVER, ANODIZED WHITE* MATT WHITE* waterproofing adhesive BLANKE
Dimensions: 30 mm PU:2 pcs.  Dimensions: 30 mm PU: 2 pcs.  Dimensions: 30 mm PU: 2 pcs. DIBA-COLL (see page 155) to glue
BLANKE SKIRTING profiles!
12
14

h=mm Art. no. h=mm Art. no. h=mm Art. no.

40.0 222-410-040 40.0 222-450-040 40.0 222-451-040
60.0 222-410-060 60.0 222-450-060 60.0 222-451-060

BLANKE SKIRTING, OUTER CORNERS

ALUMINIUM ALUMINIUM ALUMINIUM

MATT SILVER, ANODIZED WHITE* MATT WHITE*
Dimensions: 30 mm PU: 2 pcs. Dimensions: 30 mm PU: 2 pcs. Dimensions: 30 mm PU: 2 pcs.

h=mm Art. no. h/mm Art. no. h=mm Art. no.

40.0 223-410-040 40.0 223-450-040 40.0 223-451-040
60.0 223-410-060 60.0 223-450-060 60.0 223-451-060

“powder-coated versions
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EXPANSION JOINTS AND SCREED ACCESSORIES

Soft plastic

Predetermined

breaking point \

PVC

Hard plastic

v

Important note:

fe——— 4y

Large packages of 120 and
240 pieces in plastic

80

Soft plastic

Hard plastic

PVC

BLANKE FLOOREX

BLANKE FLOOREX is a new type of expansion joint with laterally extending bonding lugs and
continuous matt finish. Absorbs compressive, tensile and shear stresses. BLANKE FLOOREX

supporting side ribs are made of hard plastic. The upper and lower expansion zones of BLANKE
FLOOREX are made of soft, highly flexible plastic.

] ]
PVC 25 PVC 3.0 PVC 2.5
LIGHT GRAY LIGHT GRAY MID-GRAY
Joint width: 5 mm Joint width: 5 mm Joint width: 5 mm
Length: 25 m PU: 1 pc. Length: 3.0 m PU: 1 pc. Length: 25 m PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
9.0 315-509-09025 9.0 315-509-090 9.0 315-5095-09025
11.0 315-509-11025 11.0 315-509-110 11.0 315-5095-11025
125 315-509-12525 125 315-509-125 125 315-5095-12525
PVC 25 PVC 25 PVC 2.5
SAND GRAY ANTHRACITE BAHAMABEIGE
Joint width: 5 mm Joint width: 5 mm Joint width: 5 mm
Length: 2.5 m PU: 1 pc. Length: 2.5 m PU: 1 pc. Length: 25 m PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.
9.0 315-5093-09025 9.0 315-5099-09025 9.0 315-5071-09025
11.0 315-5093-11025 11.0 315-5099-11025 11.0 315-5071-11025
125 315-5093-12525 12.5 315-5099-12525 12.5 315-5071-12525

BLANKE SCREED MOVEMENT JOINT Il

Made of hard and Soft plastic the BLANKE SCREED MOVEMENT JOINTS are always used where
tiles, bricks, natural stone or man-made stone slabs are laid in a bed of mortar. Compressive

load stresses are absorbed, while the hard plastic edges protect against flaking. The profiles are
also suitable for retrospective refurbishment of old buildings where they can be hammered into
the existing screed when it is cut open.

e e PR

PVC 3.0

CONCRETE GRAY

Length: 3.0 m PU: 1 pc.

h=mm Art. no.
30.0 584-509-030
40.0 584-509-040
50.0 584-509-050
60.0 584-509-060
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BLANKE HEAVY DUTY EXPANSION JOINT

BLANKE HEAVY DUTY EXPANSION JOINTS are used where ceramic tile surfaces are exposed
to heavy mechanical loads, such as on rollers. Made of brass, stainless steel and aluminium
the expansion joints are prefabricated and permanently bonded with silicone. The material
is largely resistant to alkalis, acids and conventional cleaning agents.

[ FUR—————— L ] FR——————]
BRASS 3.0 BRASS 2.5 ALUMINIUM 3.0
NATURAL, GRAY SILICONE NATURAL, GRAY SILICONE NATURAL, GRAY SILICONE
Length: 3.0 m PU: 1 pc. Length: 25 m PU: 1 pc. Length: 3.0 m PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.

8.0 355-309-080 8.0 355-309-08025 3.0 355-419-030
10.0 355-309-100 10.0 355-309-10025 45 355-419-045
12.5 355-309-125 125 355-309-12525 6.0 355-409-060
15.0 355-309-150 15.0 355-309-15025 8.0 355-409-080
185 355-309-185 18.5 355-309-18525 10.0 355-409-100
220 355-309-220 22.0 355-309-22025 11.0 355-409-110
25.0 355-309-250 25.0 355-309-25025 125 355-409-125
30.0 355-309-300 30.0 355-309-30025 15.0 355-409-150

18.5 355-409-185

22.0 355-409-220

25.0 355-409-250

30.0 355-409-300

R | FE——————— FR——————]

ALUMINIUM 2.5 STAINLESS STEEL 3.0 STAINLESS STEEL 25
NATURAL, GRAY SILICONE NATURAL, GRAY SILICONE NATURAL, GRAY SILICONE

Length: 25 m PU: 1 pc. Length: 3.0 m PU: 1 pc. Length: 2.5 m PU: 1 pc.
h=mm Art. no. h=mm Art. no. h=mm Art. no.

3.0 355-419-03025 3.0 355-280-030 3.0 355-280-03025

45 355-419-04525 45 355-280-045 45 355-280-04525

6.0 355-409-06025 6.0 355-280-060 6.0 355-280-06025

8.0 355-409-08025 8.0 355-280-080 8.0 355-280-08025
10.0 355-409-10025 10.0 355-280-100 10.0 355-280-10025
11.0 355-409-11025 11.0 355-280-110 11.0 355-280-11025
125 355-409-12525 125 355-280-125 125 355-280-12525
15.0 355-409-15025 15.0 355-280-150 15.0 355-280-15025
18.5 355-409-18525 220 355-280-220 185 355-280-18525
220 355-409-22025 20.0 355-280-20025
25.0 355-409-25025 22.0 355-280-22025
30.0 355-409-30025 25.0 355-280-25025

30.0 355-280-30025
]

STAINLESS STEEL 25

V4A, GRAY SILICONE

Length: 25 m PU: 1 pc.
h=mm Art. no.
8.0 355-285-08025
10.0 355-285-10025
11.0 355-285-11025

125 355-285-12525

Brass & Alumium & Stainless steel

11.4 —|l—
. |—/ Silicone
!

— -

Advantages: 1

Expansion joint for laying ceramic

floor coverings

> Specially developed to absorb
heavy traffic loads

> Well proven in commercial
environments

> Highly resistant to alkalis, acids
and conventional cleaning agents

> Brass, stainless steel and alumin-
ium version available

> Other silicone colours available
on request

Expert tip: 1

Other heights and technical informa-
tion are available over the Internet
at www.blanke-blue-base.com or
on request.
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60 BLANKE DIBA / DIBA NEXT WATERPROOFING SYSTEM

Important notes:
BLANKE DIBA NEXT satisfies the
requirements of the waterproof-
ing standard DIN 18534-5!

With building |

authority
certificate

9 Y
2

1 Important note:
BLANKE DIBA NEXT can be used
as composite waterproofing in
indoor areas.

BLANKE DIBA NEXT

BLANKE DIBA NEXT is a durable waterproofing system made of up to 60% recycled materials. It
is suitable for reliable surface waterproofing in combination with tiles in indoor areas. The dou-
ble-sided fleece-backed membrane is complemented by useful moulded parts for reliable detail
waterproofing in wet rooms. BLANKE DIBA-COLL sealant is used for overlapping joints and is a
proven system component. Approved by the (German) building inspectorate, the BLANKE DIBA
NEXT waterproofing system fulfils DIN 18534-5 requirements. The waterproofing membrane is
not only watertight, but also acts as a vapour barrier and decoupler. Our drainage systems with
the factory-fitted waterproofing membrane from the BLANKE DIBA range can be combined
with the BLANKE DIBA NEXT. The high proportion of recycled materials means you can make

an active contribution to conserving resources.

1. BLANKE DIBA NEXT 30.0 2.BLANKE DIBA NEXT DB 30.0
WATERPROOFING MEMBRANE FLEXIBLE WATERPROOFING MEMBRANE
Length: 30.0 m PU: 1 roll Length: 30.0 m PU: 1 roll
w=cm Art. no. w=cm Art. no.
100.0 607-900-10030 12.0 608-900-12030
3. BLANKE DIBA NEXT CORN-A 4. BLANKE DIBA NEXT CORN-I
OUTER CORNER INNER CORNER

PU: 10 pcs. PU: 10 pcs.
w=cm h=cm Art. no. w=cm h=cm Art. no.
12.0 6.0 610-900 12.0 6.0 609-900
5. BLANKE DIBA NEXT WM 6. BLANKE DIBA NEXT BM
WALL COLLAR FLOOR COLLAR

PU: 10 pcs. PU: 10 pcs.

hole @ =mm

Ixw=cm @ =mm Floor zones Art. no. Ixw=cm Art. no.
14.0x14.0 15.0 35.0 611-900-15 45.0x45.0 612-900
7. BLANKE DIBA-COLL 8. BLANKE BC
SYSTEM-GLUE FOR BUTT JOINTS FITTING CLIP

PU: 1 cartridge

PU: 1 carton with 20 pcs.

Art. no.

Art. no.

535-900

9. BLANKE SOUND INSULATION TAPE

SELF-ADHESIVE

PU: 1 roll
I=m w=cm Art. no.
10.0 3.0 547-900-030

551-504
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L ) 3 BLANKE DIBA NEXT components 1
1 BLANKE DIBA NEXT
_ . e : ) waterproofing membrane
b Yy B il 2 BLANKE DIBA NEXT DB flexible
b % i waterproofing membrane
- : ; — 3 BLANKE DIBA NEXT CORN-A
3 . z " " Quter corner
; ' 4 BLANKE DIBA NEXT CORN-I
Inner corner
5 BLANKE DIBA NEXT WM
wall collar
4 5 6 6 BLANKE DIBA NEXT BM floor
collar
| 7 BLANKE DIBA-COLL
o : = 5 8 BLANKE BC
e = = = et FITTING CLIP
SR ' 9 BLANKE SOUND INSULATION
e TAPE self-adhesive
7 8 9 e,
06
08
10
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06

Important notes:

BLANKE DIBA satisfies the re-

quirements of the waterproofing
standard DIN 18534-5!

Including test report
T
issued by MFPA Leipzig

With building -
authority
certificate

Advantages:

> Excellent tried-and-trusted
waterproofing membrane
for composite sealing with
ceramic surfaces

> Tiling work can be carried out
without long waiting periods

> Long-term waterproofing even
for butt joints

> The layer thickness is retained
in every situation

> Has a crack bridging effect

Expert tip:

For efficient and watertight adhe-
sion use BLANKE DIBA-COLL
universal sealant and adhesive
and BLANKE DIBA-COLL ZSD

(see page 155)!

BLANKE DIBA

Approved by the (German) building inspectorate, the BLANKE DIBA waterproofing system ful-
fills the requirements. Fleece laminated on both sides the waterproofing membrane is a water-
proofing material in sheet form for use in conjunction with tiles and slabs. The waterproofing
membrane is suitable for waterproofing indoor rooms; there are appropriately harmonized
waterproofing tapes, waterproofing collars and a diverse range of moulded parts available to
supplement the waterproofing system. BLANKE DIBA-COLL sealant is available for butt joints
and is a successfully tested system component. It is also possible to use BLANKE DIBA in out-
door areas according to the suitability of the material properties.

1. BLANKE DIBA 5.0 1.BLANKE DIBA 10.0
WATERPROOFING MEMBRANE WATERPROOFING MEMBRANE

Length: 5.0 m PU: 1 roll Length: 100 m PU: 1 roll
w=cm Art. no. w=cm Art. no.
100.0 537-900-10005 100.0 537-900-10010

1. BLANKE DIBA 30.0 2.BLANKE DIBA DB 15.0
WATERPROOFING MEMBRANE FLEXIBLE WATERPROOFING MEMBRANE

Length: 30.0 m PU: 1 roll Length: 150 m PU: 1 roll
w=cm Art. no. w=cm Art. no.
100.0 537-900-10030 12.5 538-900-12015

2. BLANKE DIBA DB 30.0 3.BLANKE DIBA CORN-A
FLEXIBLE WATERPROOFING MEMBRANE OUTER CORNER
Length: 30.0 m PU: 1 roll PU: 10 pcs.
w=cm Art. no. w=cm Art. no.
12.5 538-900-12030 12.5 540-900
20.0 538-900-20030
4. BLANKE DIBA CORN-I 5. BLANKE DIBA BM
INNER CORNER FLOOR COLLAR

PU: 10 pcs. PU: 3 pcs.
w=cm Art. no. Ixw=cm Art. no.
125 541-900 45.0x45.0 545-900
6. BLANKE DIBA WM 7. BLANKE BC
WALL COLLAR FITTING CLIP

PU: 10 pcs. PU: 1 carton with 20 pcs.

hole diameter
Ixw=cm @=mm Art. no. Art. no.
14.0x14.0 15 542-900-15 551-504
19.0x19.0 35 542-900-35
25.0%x25.0 65 542-900-65
8. BLANKE DIBA WB 10.0 9. BLANKE SOUND INSULATION
BATHTUB WATERPROOFING MEMBRANE TAPE 10.0
SELF-ADHESIVE

Length: 10.0 m PU: 1 roll Length: 10.0 m PU: 1 roll
w=cm Art. no. w=cm Art. no.
12.0 546-900-120 3.0 547-900-030
10. BLANKE DIBA-KEIL 10. BLANKE DIBA-KEIL
MOULDED PART MOULDED PART
Left version PU: 1 pc. Right version PU: 1 pc.
h=mm Art. no. h=mm Art. no.
20.0 244-900-20-L 20.0 244-900-20-R
28.0 244-900-28-L 28.0 244-900-28-R
38.0 244-900-38-L 38.0 244-900-38-R



11. BLANKE DIBA RKM

(AA=QUTSIDE SEAL) OUTWARD CURVED COLLAR

11. BLANKE DIBA RKM

(IA=INSIDE SEAL) INWARD CURVED COLLAR

PU: 3 pcs. PU: 3 pcs.
Version Ixb=cm Art. no. Version Ixb=cm Art. no.
DN 50-AA 25.0x25.0 583-900-050-AA DN 50-IA 25.0x25.0 583-900-050-I1A
DN 70-AA 25.0x25.0 583-900-070-AA DN 70-1A 25.0x25.0 583-900-070-1A
DN 100-AA 35.0x35.0 583-900-100-AA DN 100-1A 35.0x35.0 583-900-100-IA

12. BLANKE DIBA-COLL 13. BLANKE DIBA SK 30.0

SYSTEM-GLUE FOR BUTT JOINTS SELF-ADHESIVE

1 cartridge 310 ml PU: 1 cartridge Length: 30.0 m PU: 1 roll

Art. no. w=cm Art. no.

535-900 10.0 533-900
15.0 534-900

Important note:

BLANKE DIBA 10 SK is suitable
only for interior areas. However,
BLANKE DIBA 15 SK is suitable
for interior and exterior areas.

Image source: Agrob Buchtal
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BLANKE DIBA COMPONENTS

I BLANKE DIBA components

1 BLANKE DIBA
waterproofing membrane
2 BLANKE DIBA DB flexible
waterproofing membrane
3 BLANKE DIBA CORN-A
outer corner
4 BLANKE DIBA CORN-I
inner corner
5 BLANKE DIBA BM floor collar
6 BLANKE DIBA WM wall collar
7 BLANKE BC Fitting clip
8 BLANKE DIBA WB bathtub
waterproofing membrane
9 BLANKE SOUND
INSULATION TAPE
10 BLANKE DIBA-KEIL
11 BLANKE DIBA RKM
12 BLANKE DIBA-COLL
13 BLANKE DIBA SK

I Important notes:

o= BLANKE DIBA BM s flexible to
use, because the opening is cut
to suit individual requirements.
For more information, please

08

10

12

14

take a look at our latest technical
information leaflets.

For the suitable BLANKE DIBA
drainage-systems refer to page
74 onwards.

LEFT VERSION

13

SELF-ADHESIVE
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BLANKE DI-SECURE

BLANKE DI-SECURE is a universal, thin, cut protection weave designed to protect waterproofing £ : \\
membranes in corners and between wall and floor transitions. The self-adhesive, double-woven :
mesh is incorporated in the application to protect waterproofing membranes, for example when {

renewing silicone joints.

BLANKE DI-SECURE Advantage: |
CUT PROTECTION LINING MESH > Combinable with waterproofing
Width: 50 mm PU: 1 roll systems BLANKE DISK and
1=m Art. no. BLANKE DIBA NEXT, BLANKE

DIBA
10.0 291-900-1000
25.0 291-900-2500

e source: steulerDesIgn/
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SELF-ADHESIVE WATERPROOFING SYSTEM BLANKE DISK

06

Advantages:

> Highly flexible crack-bridging and
watertight composite sealing

> No drying time, can be walked on
immediately and is ready to lay
for floor and wall coverings

> No leakage around joint area,
no moisture damage

> Extremely level for joints, also
suitable for large format tiles

> Complete range with detailed
solutions

Important notes:
BLANKE DISK complies with ETAG

requirements and with the water-
proofing standard DIN 18534-5!

ey |

With building
authority
certificate

GUTEZEICHEN

ETAG-tested

Important note:

BLANKE DISK is suitable
for indoor use only.

BLANKE DISK

BLANKE DISK is a self-adhesive waterproofing system that requires no additional tile adhesive.
The overlapping areas react during the bonding to create an inseparable cold weld, which im-
mediately makes the system 100% waterproof. Matching moulded parts enable reliable sealing
in every situation. The composite waterproofing is bonded to the floor and wall. Even large-for-
mat tiles can then be laid straight away. Discover our drainage systems with a factory-fitted,
self-adhesive waterproofing membrane for an uncomplicated and seamless connection to the
BLANKE DISK composite waterproofing system.

BLANKE DISK FLB

BLANKE DISK FLB is an optimised version of the BLANKE DISK self-adhesive waterproofing system
for jointless bathrooms. With its special surface for use with cartridge adhesives, this waterproo-
fing membrane is perfect for rear walls made of aluminium compounds, glass and other materials.
Not suitable for spatula techniques. The tested all-in-one system offers you standard-compliant
solutions for every detail - from the primer to waterproofing tapes, corners, collars and the wa-
terproofing membrane, through to the matching linear and point drainage systems with integrated
BLANKE DISK waterproofing membrane. The system does not require any drying time so that the
wall panels in the bathroom and shower can be bonded to the sealing immediately.

1. BLANKE DISK
WATERPROOFING MEMBRANE

2. BLANKE DISK FLB
WATERPROOFING MEMBRANE FOR SEAMLESS BATHROOMS

PU: 1 roll PU: 1 roll
I=m w=cm Art. no. I=m w=cm Art. no.
30.0 50.0 270-900-50030 30.0 50.0 297-900-50030
3. BLANKE DISK TAPE 4. BLANKE DISK AB
CORNER WATERPROOFING MEMBRANE EDGE TAPE

PU: 1 roll PU: 1 roll
I=m w=cm Art. no. I=m w=cm Art. no.
30.0 10.0 272-900-10030 30.0 10.0 273-900-10030
5. BLANKE DISK CORN-A 6. BLANKE DISK CORN-I
OUTER CORNER INNER CORNER

PU: 5 pcs. PU: 5 pcs.
wxh=cm Art. no. wxhxd=cm Art. no.
10.0x7.0 275-900 15.0x15.0x10.7 274-900
7. BLANKE DISK CORN-LINE 8. BLANKE DISK SOCKELTAPE
INNER CORNER FOR BLANKE DISK-LINE CORNER WATERPROOFING MEMBRANE WITH

FLEECE LAMINATION ON ONE SIDE, SELF-ADHESIVE

PU: 1 pc. PU: 1 roll
wxl=cm h=cm Art.no.  I=m w=cm Art. no.
10.0x10.0 5.0 231-900 30.0 12.0 260-900-12030
9. BLANKE DISK WM 10. BLANKE DISK AM
WALL COLLAR SURFACE-MOUNTED COLLAR

PU: 1 pc. @ hole = 10 mm PU: 1 pc.
wxh=cm hole=mm Art. no. I=cm w=cm Art. no.
12.0x12.0 10.0 277-900 25.0 12.0 265-900
11. BLANKE BC 12. BLANKE DISK I-BOX
FITTING CLIP COLLAR

PU: 1 carton with 20 pcs. @ hole = 90 mm PU: 1 pc.

Art. no. Art. no.
551-504 268-900



13. BLANKE DISK BM
FLOOR COLLAR

SELF-ADHESIVE WATERPROOFING SYSTEM BLANKE DISK 69

14. BLANKE DISK HM
HEATING PIPE COLLAR

PU: 1 pc. @ hole = 10 mm PU: 1 pc.
@/cm hole=mm Art. no. I=cm w=cm Art. no.
21.0 28.0 276-900 20.0 12.0 266-900
15. BLANKE DISK WB 16. BLANKE DISK CORN-WB
BATHTUB WATERPROOFING MEMBRANE, CORNER FOR BATHTUB WATERPROOFING MEMBRANE,
SELF-ADHESIVE SELF-ADHESIVE

PU: 1 roll PU: 5 pcs.
I=m w=cm Art. no. wxh=cm Art. no.
30.0 9.5 261-900-09530 9.0x9.5 262-900

17. BLANKE DISK CORN-FLEX

FOR BATHTUB WATERPROOFING MEMBRANE, SELF-ADHESIVE

18. BLANKE SOUND INSULATION TAPE

SELF-ADHESIVE

PU: 5 pcs. PU: 1 roll
wxh=cm Art. no. I=m w=cm Art. no.
12.5%x12.5 263-900 10.0 3.0 547-900-030
19. BLANKE DISK-KEIL LEFT 20. BLANKE DISK-KEIL RIGHT
MOULDED PART MOULDED PART

PU: 1 pc. PU: 1 pc.
h=mm Art. no. h=mm Art. no.
20.0 228-900-20-L 20.0 228-900-20-R
28.0 228-900-28-L 28.0 228-900-28-R
40.0 228-900-40-L 40.0 228-900-40-R
21. BLANKE DISK SB 22. BLANKE DISK KS
TRANSITION TAPE CAPILLARY PROTECTION TAPE

PU: 1 roll PU: 1 roll
I=m w=cm Art. no. l=m w=cm Art. no.

10.0 100 245-900-1010

23. BLANKE DISK CORN-SBKS

CAPILLARY CORNER PROTECTOR

100 10.0 246-900-1010

24. BLANKE DISK COVERTAPE

PROTECTION TAPE

PU: 2 pcs. PU: 1 roll
wx|=cm h=cm Art. no. l=m w=cm Art. no.
7.5x7.5 1.0 236-900 25.0 12.0 247-900-1025
25. BLANKE DI-SECURE 26. BLANKE GROUND
CUT PROTECTION MESH TAPE ADHESIVE AND PRIMER DISPERSION
Width: 50 mm PU: 1 roll PU: 1 bucket
I=m Art. no. kg Art. no.

5.0 291-900-0500 5.0 289-900-5000
10.0 291-900-1000
25.0 291-900-2500
27. BLANKE DISK-PRIMER
SPRAY ADHESIVE
500ml PU: 1 can
Art. no.
267-900

Important note:

BLANKE DISK PRIMER is suitable
for use when repairing damaged
waterproofing membranes as well
as a priming coat for substrates,
if these still contain an increased
amount of residual moisture.
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70 SELF-ADHESIVE WATERPROOFING SYSTEM BLANKE DISK

1 BLANKE DISK with
BLANKE DISK Tool
2 BLANKE DISK FLB with
BLANKE DISK Tool
3 BLANKE DISK TAPE
4 BLANKE DISK AB
5 BLANKE DISK CORN-A
6 BLANKE DISK CORN-I
7 BLANKE DISK CORN-LINE
8 BLANKE DISK SOCKELTAPE
9 BLANKE DISK WM
10 BLANKE DISK AM
11 BLANKE BC
12 BLANKE DISK I-BOX
13 BLANKE DISK BM
14 BLANKE DISK HM
15 BLANKE DISK WB
16 BLANKE DISK CORN-WB
17 BLANKE DISK CORN-FLEX
18 BLANKE SOUND
INSULATION TAPE
19 BLANKE DISK-KEIL left
20 BLANKE DISK-KEIL right
21 BLANKE DISK SB
22 BLANKE DISK KS
23 BLANKE DISK CORN-SBKS
24 BLANKE DISK COVERTAPE
25 BLANKE DI-SECURE
26 BLANKE GROUND
27 BLANKE DISK-PRIMER

Important note:

BLANKE DISK COMPONENTS

BLANKE SOUND INSULATION TAPE
is suitable for use in combination
with both the waterproofing sys-
tem BLANKE DIBA and BLANKE
DISK as well.
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Important note: 1
Use BLANKE DI-SECURE to

protect your waterproofing
membranes (page 65)!

.
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1 BLANKE 1 BLANKE DISK 1 BLANKE GRATE
74 DIBA-LINE 2.0 82 FLEX-LINE 84 COVERS 2.0




tileable grate covers or coloured powder-coated versions of the BLANKE NEW YORK EDITION.

connection at a height of 72 mm. The BLANKE DIBA-LINE 2.0 has a drainage capacity of 37 I/min
(0.61 I/s) and can be combined with all DIBA waterproofing systems from Blanke Systems. The
drain is completed with different grate covers. Choose from the classic stainless steel versions,

LT ‘ ‘ | LINEAR DRAINAGE UNIT 54.0

| i WITHOUT GRATE COVER, STAINLESS STEEL

~70 Height: 54.0 mm PU: 1 pc.

@ fa | Body length=cm Grate length=cm Art. no.

5 60.0 56.5 180-900-054060
26— B1—16 70.0 66.5 180-900-054070

: 80.0 76.5 180-900-054080
TE 90.0 86.5 180-900-054090
100.0 96.5 180-900-054100

—60.5——71.5— 110.0 106.5 180-900-054110
120.0 116.5 180-900-054120

I Important note:

74 DRAINAGE SYSTEMS
BLANKE DIBA-LINE 2.0 is a stainless steel shower drain with a factory-fitted waterproofing
membrane. The integrated stainless steel connector is used to attach drain pipes with a push-
: o — fit system. The drains are available with a DN 40 connection at a height of 54 mm or a DN 50

Complies with sound proofing LINEAR DRAINAGE UNIT 72.0
norms SIA 181 and DIN 4109 WITHOUT GRATE COVER, STAINLESS STEEL
. . Height: 72.0 mm PU: 1 pc.
You can find matching grates
on page 78. Body length=cm Grate length=cm Art. no.
60.0 56.5 180-900-072060
Expert tip: 70.0 66.5 180-900-072070
Use BLANKE DI-SECURE as an 800 765 180-900-072080
additional layer of protection 90.0 86.5 180-900-072090
08 to protect your waterproofing 1000 96.5 180-300-072100
membrane! 110.0 106.5 180-900-072110
120.0 116.5 180-900-072120
I , . BLANKE CLEANER-SET
i CLEANING SET
PU: 1 set
- Art. no.
. |
{ 4 185-900
10
Important note:
The BLANKE CLEANER SET for
BLANKE DISK-LINE and BLANKE
DIBA-LINE 2.0 comprises
> BLANKE REMOVER - intensive
cleaner to remove oxides and

other stubborn soiling
> BLANKE CLEANER - surface
cleaner for daily cleaning of
your shower channel
12 > Cleaning sponge

> Microfibre cloth

> BLANKE LUBRICANT

> Grate hook to easily lift the
grate cover 2.0




BLANKE DIBA-LINE 2.0

BLANKE GRATE COVERS 2.0

BLANKE DIBA-LINE 2.0

DRAINAGE SYSTEMS

Important notes:

> Simple and reliable to install,
thanks to clever installation
accessories

> Easy maintenance thanks to
intelligent features

1 Body with factory-fitted
integrated waterproofing
membrane

2 Protective core

3 Siphon

4 Installation block

5 Stainless steel frame

6 Multifunctional stainless
steel grate

7 Grate height adjusters

Please note that components 5,
6, and 7 are not included in the
scope of delivery!

You can find matching grate
covers 2.0 on page 78.

All Blanke profiles and underlay-
ment systems for ceramic tile and
stone made of stainless steel are
also available with the high-quality,
enhanced BLANKE LUXURY LINE
finish (page 35).

LUXURY LINE

Call us under our office line:
+49 2374 507 131

TECHNICAL DATA
Installation height (h):

Body:

Grate cover:

Siphon complete:
Grate cover supports:

Connection to drain pipe:

for push-fit systems
Colour of ABS

and nylon parts:
Sealing ring:

DIMENSIONS
Grate lengths in mm
(L1):

Grate width in mm (B1):

54 mm excl. tile thickness
72 mm excl. tile thickness
Stainless steel

Stainless steel, tileable

PP

ABS

Stainless steel connection

gray
Rubber

565, 665, 765, 865, 965,
1065, 1165
71

Body in mm (L2):

Body in mm (B2):

Seal water height in mm:
Connection:

Integrated waterproofing
membrane BLANKE DIBA:
Distance to centre of
drain (from below) (A1):
Distance to centre of
drain (from below) (A2):
Distance from back edge
of body to front edge
drain connection (A3):

CAPACITY
Drain capacity:

600, 700, 800, 900, 1000, 1100,
1200

113

30/50

DN 40 (54 mm)/DN 50 (72 mm)
Polyethylene/fleece fabric
29/37 mm

25/35 mm

> 150 mm

37 I/min (0.61 I/s)




YORK EDITION.

LT ‘ ‘ I LINEAR DRAINAGE UNIT 54.0
] : WITHOUT GRATE COVER, STAINLESS STEEL,
5 BLANKE DISK-WATERPROOFING MEMBRANE

AL Height: 54.0 mm PU: 1 pc.
oL |

=

Body length=cm Grate length=cm Art. no.

B2——
26— B1—16: 60.0 56.5 190-900-054060

{ 70.0 66.5 190-900-054070
TE 80.0 76.5 190-900-054080

90.0 86.5 190-900-054090
100.0 96.5 190-900-054100
110.0 106.5 190-900-054110
120.0 116.5 190-900-054120

—605——715—

I Important note:
Complies with sound proofing

norms SIA 181 and DIN 4109 LINEAR DRAINAGE UN|T 720
You can find matching grates WITHOUT GRATE COVER, STAINLESS STEEL,

. R &8 ' BLANKE DISK-WATERPROOFING MEMBRANE
with or without frames, on

page 78. Height: 72.0 mm PU: 1 pc.

Body length=cm Grate length=cm Art. no.

Expert tip: 60.0 56.5 130-900-072060
Use BLANKE DI-SECURE as an 70.0 66.5 190-900-072070
additional layer of protection 80.0 76.5 190-900-072080

to protect your waterproofing 90.0 86.5 190-900-072090
membrane! 100.0 96.5 190-900-072100

110.0 106.5 190-900-072110
120.0 116.5 190-900-072120

BLANKE DISK-LINE SPECIAL LENGTHS

I Important note:

The (brushed) stainless steel grate LINEAR DRAIN INCL. GRATE 80.0
is included. COMPLETE WITH SIPHON, POLYSTERENE BLOCK,
GRATE FRAME AND STAINLESS STEEL GRATE

Height: 80.0 mm PU: 1 pc.

Body length=cm Grate length=cm Art. no.

140.0 136.5 190-900-080140
150.0 146.5 190-900-080150
160.0 156.5 190-900-080160
1 170.0 166.5 190-900-080170
180.0 176.5 190-900-080180

- BLANKE CLEANER-SET

A o CLEANING SET
) PU: 1 set

Art. no.

Important note: 185-900

The BLANKE CLEANER-SET comprises

> BLANKE REMOVER - intense
cleaner for the removal of dirt

> BLANKE CLEANER - Surface
cleaner for your drain cover

> Cleaning sponge

> Microfibre cloth

> BLANKE LUBRICANT

> Grate hook to easily lift the grate
cover 2.0

76 DRAINAGE SYSTEMS

BLANKE DISK-LINE is a stainless steel shower drain with a factory-fitted self-adhesive
waterproofing membrane. The integrated stainless steel connector is used to attach drain
pipes with a push-fit system. The drains are available with a DN 40 connection at a height of
54 mm or a DN 50 connection at a height of 72 mm. The BLANKE DISK-LINE has a drainage
capacity of 37 I/min (0.61 I/s) and is designed to be used with the DISK waterproofing system
only. The drain is completed with different grate covers. Choose from the classic stainless
steel versions, tileable grate covers or coloured powder-coated versions of the BLANKE NEW
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BLANKE DISK-LINE

BLANKE GRATE COVERS 2.0

BLANKE DISK-LINE

DRAINAGE SYSTEMS 77

Important notes:

> Simple and reliable to install,
thanks to clever installation
accessories

> Easy maintenance thanks to
intelligent features

1 Body with factory-fitted,
integrated self-adhesive
waterproofing membrane

2 Protective core

3 Siphon

4 Installation block

5 Stainless steel frame

6 Multifunctional stainless
steel grate

7 Grate height adjusters

Please note that components
5, 6, and 7 are not included

in the drainage unit.

You can find matching grate
covers 2.0 on page 78.

TECHNICAL DATA

Installation height (h):

Body:

Grate cover:

Siphon complete:
Grate cover supports:

Connection to drain pipe:

Colour of ABS
and nylon parts:
Sealing ring:

DIMENSIONS

Grate lengths in mm (L1):

Grate width in mm (B1):

Body in mm (L2):

Grate lengths (special
lengths) in mm (L1):

54 mm excl. tile thickness
72 mm excl. tile thickness/
80 mm excl. tile thickness
(special lengths)

Stainless steel

Stainless steel, tileable

PP

ABS

Stainless steel connection
for push-fit systems

gray
Rubber

565, 665, 765, 865, 965,
1065, 1165

71

600, 700, 800, 900, 1000,
1100, 1200

136.5, 146.5, 156.5, 166.6,
176.5

Body (special lengths)
inmm (L2) incl. grate:
Body in mm (B2):

Seal water height in mm:
Connection:

Integrated waterproofing

membrane BLANKE DISK:

Distance to centre of
drain (from below) (A1):
Distance to centre of
drain (from below) (A2):
Distance from back edge
of body to front edge
drain connection (A3):

CAPACITY
Drain capacity:

1400, 1500, 1600, 1700, 1800
113

30/50

DN 40 (54 mm)/DN 50

(72 and 80 mm)

Polyolefin foam

29/37 mm

25/35 mm

150 mm

37 I=min (0.61 I/s)
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78 DRAINAGE SYSTEMS

BLANKE GRATE COVER 2.0

The BLANKE GRATE COVERS 2.0 complete the BLANKE DIBA-LINE 2.0 and BLANKE DISK-LINE
linear drain systems. They are available in various designs: brushed stainless steel, chrome-pla-
ted or matt black. The back of the multifunctional grates can be used to accommodate tiles

up to 12 mm thick if desired. The two-part cover consists of a frame with a grate made of
high-quality stainless steel. The height of the frame is easily adjustable; consequently, it can

be adapted to the thickness of the tiles. In combination with BLANKE AQUA PROFILES they are
ideal for walk-in showers.

1 Important note: I
The GRATE COVERS 2.0 can be used STANDARD STANDARD
for BLANKE DISK-LINE and BLANKE STAINLESS STEEL, BRUSHED STAINLESS STEEL, CHROME-PLATED

DIBA-LINE 2.0 linear drains and
can be tiled using the reverse side
if required. For body length=cm Art. no. For body length=cm Art. no.

60.0 191-280B-060 60.0 191-2840-060

70.0 191-280B-070 70.0 191-2840-070
80.0 191-280B-080 80.0 191-2840-080
90.0 191-280B-090 90.0 191-2840-090
100.0 191-280B-100 100.0 191-2840-100
110.0 191-280B-110 110.0 191-2840-110
1200 191-280B-120 120.0 191-2840-120

CHROME-PLATED

Stainless steel cover PU: 1 pc. Stainless steel cover PU: 1 pc.

STANDARD

STAINLESS STEEL, MATT BLACK, POWDER-COATED

Stainless steel cover PU: 1 pc.

For body length=cm Art. no.
60.0 191-2856-060

MATT BLACK

70.0 191-2856-070

80.0 191-2856-080

I . 90.0 191-2856-090

All Btlankte pro]tlles and yng;erlay!; 100.0 191-2856-100

ment systems orFeramlc ile an 110.0 191-2856-110
stone made of stainless steel are

120.0 191-2856-120

also available with the high-quality,
enhanced BLANKE LUXURY LINE
finish (page 35).

Call us under our office line:
+49 2374 507 131

o
Have selected Blanke products laser-marked with yourdesired design
You can find more information at blanke-blue-base.com/laser:




BLANKE GRATE COVER 2.0 FRAMELESS

The BLANKE GRATE COVERS 2.0 FRAMELESS complete the BLANKE DIBA-LINE 2.0 and BLAN-
KE DISK-LINE linear drain systems. The GRATE COVERS 2.0 FRAMELESS are available in two
different versions: brushed stainless steel and tileable. The height of the brushed stainless steel
version is adjustable and it is also available in the trendy NEW YORK EDITION colours. With the
tileable version, the height is determined by the installed tile. The covers made of high-quality
stainless steel are available to match the lengths of the drains. In combination with BLANKE
AQUA PROFILES they are ideal for walk-in showers.

FRAMELESS FRAMELESS

STAINLESS STEEL, TILEABLE STAINLESS STEEL, BRUSHED, HEIGHT ADJUSTABLE

Stainless steel cover PU: 1 pc. Stainless steel cover PU: 1 pc.

For body length=cm Art. no. For body length=cm Art. no.
60.0 195-280-060 60.0 196-280B-060
70.0 195-280-070 70.0 196-280B-070
80.0 195-280-080 80.0 196-280B-080
90.0 195-280-090 90.0 196-280B-090

100.0 195-280-100 100.0 196-280B-100

110.0 195-280-110 110.0 196-280B-110

120.0 195-280-120 120.0 196-280B-120

BLANKE GRATE COVER 2.0 FRAMELESS F

The BLANKE GRATE COVERS 2.0 FRAMELESS F complete the BLANKE DIBA-LINE 2.0 and BLAN-
KE DISK-LINE linear drainage systems. They are tileable and can be flexibly shortened to the
required length. The shorter specified length is the actual length of the channel body. They can
be extended by 5 cm on both sides to achieve their highlight: an optical grating cover over the
entire width of the shower. No additional tiling compensation is required next to the channel. In
combination with BLANKE AQUA PROFILES they are ideal for barrier-free showers.

FRAMELESS F

STAINLESS STEEL, TILEABLE, ADJUSTABLE

Stainless steel cover PU: 1 pc.
I=cm Art. no.
80.0/70.0 183-280-080
90.0/80.0 183-280-090
100.0/90.0 183-280-100
110.0/100.0 183-280-110
120.0/110.0 183-280-120

130.0/120.0 183-280-130

DRAINAGE SYSTEMS

GRATE COVER 2.0 FRAMELESS
Stainless steel, brushed, height adjustable

GRATE COVER 2.0 FRAMELESS
Stainless steel, tileable

The BLANKE GRATE COVER 2.0
FRAMELESS is also available in
the colours from the BLANKE NEW
YORK EDITION. Discover all our in-
stock NEW YORK EDITION articles
or ask about your individual NEW
YORK bathroom in your desired
colour.

GRATE COVER 2.0 FRAMELESS F
Stainless steel, tileable, adjustable
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Important notes:

With Empa test report for evalua-
ting the sound insulation require-
ments in accordance with SIA 181
and DIN 4109.

Important note:

The BLANKE DIBA FLEX-LINE

drainage unit includes:

> housing with sealing

> siphon (two-part)

> protection cap

> Height compensation
(1cm&2cm)
> lubricant

> smooth, easy installation thanks

to bonded drain housing with
assembly block

Important notes:

BLANKE DISK complies with
ETAG and GEV requirements and

with the waterproofing standard
DIN 18534-5!

ey |

authority

With building }
certificate

Including test report
T
issued by MFPA Leipzig

BLANKE DIBA FLEX-LINE

The BLANKE DIBA FLEX-LINE is a linear drain system for floor-level showers. It consists of a
drain unit and a cover with a design insert. The drain unit has an impressively high drainage
capacity of up to 0.8 litres per second for its low installation height and it is available for all
standard drainage directions. The drain body can therefore be flexibly adjusted to the building
drainage system. The factory-fitted, non-wrinkling BLANKE DIBA waterproofing flange provides
for impermeability and prevents damage from moisture.

The length of the BLANKE FLEX-LINE COVERS made of high-quality stainless steel can be ad-
apted to the desired dimensions of the shower. The design insert is available in three different
versions and exposes the removable siphon using the accompanying grate lifter. This can be
completely removed and taken apart for easy cleaning.

BLANKE DIBA FLEX-LINE 56.0 BLANKE DIBA FLEX-LINE 75.0
DRAINAGE UNIT WITH SIPHON, DRAINAGE UNIT WITH SIPHON,

INTEGRATED SEALING INTEGRATED SEALING

DN 40, horizontal; Height: 56.0 mm PU: 1 set DN 50, horizontal; Height: 75.0 mm PU: 1 set
Version Art. no. Version Art. no.
front/back 171-900-056-VH front/back 171-900-075-VH
left/right 171-900-056-LR left/right 171-900-075-LR

BLANKE DIBA FLEX-LINE 75.0 BLANKE FLEX-LINE ASSEMBLY FRAME
DRAINAGE UNIT WITH SIPHON, OPTIONAL FOR MOUNTING THE VERTICAL

INTEGRATED SEALING DRAINAGE UNIT ON WOODEN STRUCTURES

DN 50, vertical; Height: 75.0 mm PU: 1 set PU: 1 pe.
Version Art. no. Art. no.

vertical 186-900  181-900

TECHNICAL DATA

Version: front/back

383.2

353.17

62

@ 40/50

56/75

Version: left/right

383 .2

353 .17

379.3

81

|

94 5o




BLANKE DIBA FLEX-LINE

BLANKE FLEX-LINE COVER

BLANKE DIBA FLEX-LINE
DRAINAGE UNIT

DRAINAGE SYSTEMS

Important notes:

> customised installation possible
thanks to the cover which can be
adjusted in length and the freely
X selectable drainage unit

HEIGHT COMPENSATION

> sealed surface, easy cleaning,
thus hygienic

1 Designer insert Design 1

2 BLANKE FLEX-LINE COVER
(can be shortened)

3 Siphon

4 Protection cap

5 BLANKE DIBA FLEX-LINE
Drainage unit (front/rear)

6 BLANKE FLEX-LINE HEIGHT
COMPENSATION 1 cm/2 cm
(EPS)

7 Grate lifter

See page 84 for matching BLANKE
FLEX-LINE COVERS. You are offered
a choice of three designs.

7
Important notes:
You can use the BLANKE FIRE
PROTECTION COLLAR for vertical
drains.
Version: vertical
\ 832 ‘ Drain DN 40
[ 255 . horizontal
‘ ‘ Drain capacity 0.4 1/s (according to DIN EN 1253)
S Seal water height 30 mm
Installation height 56 mm
Sealing BLANKE DIBA
Drain DN 50
horizontal
| Drain capacity 0.6 I/s (according to DIN EN 1253)
LE— Seal water height 50 mm
e Installation height 75 mm
Sealing BLANKE DIBA
Drain DN 50
@ vertical
Drain capacity 0.8 I/s (according to DIN EN 1253)
- : Seal water height 50 mm
Installation height 75 mm
Sealing BLANKE DIBA
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Important note:

The BLANKE DISK FLEX-LINE

drainage unit includes:

> housing with sealing

> siphon (two-part)

> protection cap

> Height compensation
(1cm&2cm)

> lubricant

> Must be installed with BLANKE
DISK waterproofing system
(page 68)

> smooth, easy installation thanks
to bonded drain housing with
assembly block

Important notes:

With Empa test report for evalua-
ting the sound insulation require-
ments in accordance with SIA 181
and DIN 4109.

BLANKE DISK complies with
ETAG and GEV requirements and

with the waterproofing standard
DIN 18534-5!

ey |

ing authority

With build- }
certificate

BLANKE DISK FLEX-LINE

The BLANKE DISK FLEX-LINE is a linear drain system for floor-level showers. It consists of a drain
unit and a cover with a design insert. The drain unit has an impressively high drainage capacity
of up to 0.8 litres per second for its low installation height and it is available for all standard
drainage directions. The drain body can therefore be flexibly adjusted to the building drainage
system. The factory-fitted, non-wrinkling and self-adhesive BLANKE DISK waterproofing flange
provides for impermeability and prevents damage from moisture.

The length of the BLANKE FLEX-LINE COVERS made of high-quality stainless steel can be ad-
apted to the desired dimensions of the shower. The design insert is available in three different
versions and exposes the removable siphon using the accompanying grate lifter. This can be
completely removed and taken apart for easy cleaning.

BLANKE DISK FLEX-LINE 56.0 BLANKE DISK FLEX-LINE 75.0
DRAINAGE UNIT WITH SIPHON, DRAINAGE UNIT WITH SIPHON,

INTEGRATED SEALING INTEGRATED SEALING

DN 40, horizontal; Height: 56.0 mm PU: 1 set DN 50, horizontal; Height: 75.0 mm PU: 1 set
Version Art. no. Version Art. no.
front/back 172-900-056-VH front/back 172-900-075-VH
left/right 172-900-056-LR left/right 172-900-075-LR

BLANKE DISK FLEX-LINE 75.0 BLANKE FLEX-LINE ASSEMBLY FRAME
DRAINAGE UNIT WITH SIPHON, OPTIONAL FOR MOUNTING THE VERTICAL

INTEGRATED SEALING DRAINAGE UNIT ON WOODEN STRUCTURES

DN 50, vertical; Height: 75.0 mm PU: 1 set PU: 1 pe.
Version Art. no. Art. no.

vertical 187-900  181-900

TECHNICAL DATA

Version: front/back

383.2

353.17

62

@ 40/50

56/75

Version: left/right

383 .2

353 .17

| 379.3

81

|
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BLANKE DISK FLEX-LINE

BLANKE FLEX-LINE COVER

e —

BLANKE DISK FLEX-LINE
DRAINAGE UNIT

HEIGHT COMPENSATION

1 = =

DRAINAGE SYSTEMS

Important notes:

> customised installation possible
thanks to the cover which can be
adjusted in length and the freely
selectable drainage unit

. -
e

> sealed surface, easy cleaning,
thus hygienic

1 Designer insert Design 1

2 BLANKE FLEX-LINE COVER
(can be shortened)

3 Siphon

4 Protection cap

5 BLANKE DIBA FLEX-LINE
Drainage unit (front/rear)

6 BLANKE FLEX-LINE HEIGHT
COMPENSATION 1 cm/2 cm
(EPS)

7 Grate lifter

See page 84 for matching BLANKE
FLEX-LINE COVERS. You are offered
a choice of three designs.

7
Important notes:
You can use the BLANKE FIRE
PROTECTION COLLAR for vertical
drains.
Version: vertical
; 32332 ‘ Drain DN 40
I 255 L horizontal
‘ ‘ Drain capacity 0.4 1/s (according to DIN EN 1253)
S Seal water height 30 mm
Installation height 56 mm
Sealing BLANKE DISK
Drain DN 50
horizontal
Drain capacity 0.6 I/s (according to DIN EN 1253)
LE— Seal water height 50 mm
- e o Installation height 75 mm
Sealing BLANKE DISK
Drain DN 50
@ vertical
Drain capacity 0.8 I/s (according to DIN EN 1253)
- : Seal water height 50 mm
207 Installation height 75 mm
153 Sealing BLANKE DISK

134
76
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DRAINAGE SYSTEMS

Cover incl.
designer insert

Important note:

The BLANKE FLEX-LINE GRATE

COVER set includes

> length-adjustable cover

> one of three selectable drainage
inserts (Design 1, Design 2 or
Design 3)

> grate lifter

With Empa test report for
evaluating the sound insulation

requirements in accordance with
SIA 181 and DIN 4109.

Important note:

The BLANKE-LINE GRATE COVERS
are suitable for the BLANKE DISK
FLEX-LINE drainage unit and

the BLANKE DIBA FLEX-LINE
drainage unit.

You can shorten covers in both di-
rections to suit individual wishes.

Important note:

The cover is fitted at the rear
with a sound-inhibiting EPS core
for sound insulation.

BLANKE FLEX-LINE COVER

The BLANKE FLEX-LINE GRATE COVER with designer insert matches the BLANKE DISK FLEX-LINE
drainage unit and the BLANKE DIBA FLEX-LINE drainage unit. It is available in three different
design versions. The entire cover can be shortened to 40 cm around the drain body to enable

a flexible design when combined with the different versions. The BLANKE FLEXLINE COVER
can be variably adapted to the covering thickness from 10 to 18 mm.

DESIGN 1
:':-E

COVER, DESIGN 1
STAINLESS STEEL BRUSHED

Length-adjustable cover with drainage insert,

DESIGN 1

e R R B SO T O P |
COVER, DESIGN 1

STAINLESS STEEL, MATT BLACK, POWDER-COATED
Length-adjustable cover with drainage insert,

Width: 60.0 mm; Height 10.0 - 18.0 mm PU: 1 pc. Width: 60.0 mm; Height 10.0 -18.0 mm PU: 1 pc.
Length=cm Art. no. Length=cm Art. no.
90 170-900-090-D1 90 170-9856-090-D1
120 170-900-120-D1 120 170-9856-120-D1
160 170-900-160-D1 160 170-9856-160-D1
DESIGN 2 DESICN 2
I — e
f = }
e S s R e Dt B
COVER, DESIGN 2 COVER, DESIGN 2
STAINLESS STEEL BRUSHED STAINLESS STEEL, MATT BLACK, POWDER-COATED
Length-adjustable cover with drainage insert, Length-adjustable cover with drainage insert,
Width: 60.0 mm; Height 10.0 - 18.0 mm PU: 1 pc. Width: 60.0 mm; Height 10.0 -18.0 mm PU: 1 pc.
Length=cm Art. no. Length=cm Art. no.
90 170-900-090-D2 90 170-9856-090-D2
120 170-900-120-D2 120 170-9856-120-D2
160 170-900-160-D2 160 170-9856-160-D2

DESIGN 3

=

COVER, DESIGN 3
STAINLESS STEEL BRUSHED

Length-adjustable cover with drainage insert,

DESIGN 3

e R R B SO T O P |
COVER, DESIGN 3

STAINLESS STEEL, MATT BLACK, POWDER-COATED
Length-adjustable cover with drainage insert,

Width: 60.0 mm; Height 10.0 - 18.0 mm PU: 1 pc. Width: 60.0 mm; Height 10.0 -18.0 mm PU: 1 pc.
Length=cm Art. no. Length=cm Art. no.
90 170-900-090-D3 90 170-9856-090-D3
120 170-900-120-D3 120 170-9856-120-D3
160 170-900-160-D3 160 170-9856-160-D3



TECHNICAL DATA

Material: Stainless steel
Length: 90 cm

Length: 120 cm
Length: 160 cm
Shortened to: minimal 40 cm
Width: 6 cm

For covering thickness 10 - 18 mm

245 .4
L
—1
]
[
i
A
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f—1—T% %:.
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= BLANKE DIBA-LINE EC

30 I Lr
! ﬁ DRAINAGE CHANNEL WITH COVER
60 Installation height: 70 mm PU: 1 pc.

e Body length=cm Grate length=cm Art. no.

—_ | 70.0 66.5 285-900-070070
E;J 80.0 76.5 285-900-070080

= 90.0 86.5 285-900-070090
T 100.0 9.5 285-900-070100
1200 1165 285-900-070120

I

I Important notes:

A suitable stainless steel grate can
be tiled using supplied accessories)
is included in the scope of delivery.

Exact installation dimensions and
our data sheets are available at
www.blanke-blue-base.com

BLANKE DISK-LINE EC

This innovative linear drain is an impressive sealing-water-free system that features unique
drainage technology with an integrated drainage lock and a self-adhesive waterproofing mem-
brane. The drainage lock is fitted with a thin silicone flap which serves to permanently protect
against odours. The passage to the drainage pipe remains fully sealed and odour-free even dur-
ing long periods of non-use. The self-adhesive waterproofing membrane is fitted in the factory
and can be stuck to the substrate without requiring more glue, and can also be integrated into
the self-adhesive BLANKE DISK waterproofing system. BLANKE DISK-LINE EC Linear drain has
an integrated second drainage level.

! ) ‘ BLANKE DISK-LINE EC

I LINEAR DRAIN
= '%E‘ Installation height: 70 mm excl. tile thickness PU: 1 pc.

60

Body length=cm Grate length=cm Art. no.

il 70.0 66.5 280-900-070070

)

== 80.0 76.5 280-900-070080
= 90.0 86.5 280-900-070090
= 1000 9.5 280-900-070100

120.0 116.5 280-900-070120

I Important note:

A suitable stainless steel grate (can
be tiled using supplied accessories)
is included in the scope of delivery.

Expert tip:
Use BLANKE DI-SECURE as an
additional layer of protection

to protect your waterproofing
membrane!

86 DRAINAGE SYSTEMS
The BLANKE DIBA-LINE EC linear drain with compelling, unique drain technology that is easy to
— —— clean and also functions without sealing water. A thin silicone flap serves as a permanent odour
== - trap, whereby the EC series seals the drain pipe even when there is a longer period without
N use. As with the other Blanke linear drains the waterproofing membrane is integrated and the
BLANKE DIBA composite sealing can be applied easily and reliably. Clever assistants such as
the EPS installation and protection block and a height-adjustable stainless steel grate make the
installation far easier.
08
10
12
14




DRAINAGE SYSTEMS

Important note:

The BLANKE DIBA-LINE EC/
DISKLINE EC is ideal for tileable
washbasins.

Multifunctional,
heightadjustable grate

(Stainless steel/tileable) for a
stylish and understated look

Unique drainage technology

Linear drain with integrated
drain lock

Easy to clean

Thanks to the easily removed
drain lock

No unpleasant smells
System without sealing water

Pre-installed sealing flange

Alternately Blanke DISK or
BLANKE DIBA

100% waterproof

Integrated waterproofing mem-
brane as well as EPS installation
and protective block for the
highest possible peace of mind

Effective protective core

Protective core as dirt trap and
tile stop

System components
(included in price):

1 Multifunctional grate
2 Height-adjustable grate holder
3 Drainage lock with

thin silicone flap

TECHNICAL DATA BLANKE DISK-LINE EC

Installation height (h):
Body:

Grate cover:

Sealing Blanke DIBA:
Sealing Blanke DISK:
Grate holder:

Connection to drain pipe:

Colour of ABS parts:
Sealing ring:

DIMENSIONS

Grate lengths in mm (L1):

Body in mm (L2):
Grate width in mm (B1):

70 mm excl. tile thickness
Stainless steel

Stainless steel
Polyethylene/fleece fabric
Polyolefin foam

height adjustable, ABS
Stainless steel connection
for push-fit systems

gray

Rubber

665, 765, 865, 965, 1165
700, 800, 900, 1000, 1200
29

Body in mm

(with flange) (B2):
Connection:

Sealing:

Distance to centre

of drain (from above/
below) (A1/A2):
Distance from back edge
of body to front edge
drain connection (A3):

CAPACITY
Drain capacity:

38 (76)
DN 50
integrated

35 mm

106 mm

with 9 mm tile thickness: 30 I/min
with 20 mm tile thickness: 36 I/min

87
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88 DRAINAGE SYSTEMS

BLANKE DISK-CUBE

The elegant BLANKE DISK-CUBE point drainage system is suitable for installation heights be-
tween 54-90 mm (plus covering) thanks to drainage housing that can be shortened, and is thus
ideal for floor-level showers. Featuring a rubber seal with factory-fitted self-adhesive water-
proofing membrane and height-adjustable frame (5-15 mm) BLANKE DISK-CUBE also has an
integrated second drainage level. With an adjustable siphon for a seal water height up to max.
50 mm incl. design cover in brushed stainless steel and matt black stainless steel. Drain capacity

30 I/min.

BLANKE DISK-CUBE
HORIZONTAL DRAIN,
STAINLESS STEEL COVER, BRUSHED

e R R R T R B o e s R P |
BLANKE DISK-CUBE

HORIZONTAL DRAIN,
STAINLESS STEEL COVER, MATT BLACK

@ 40/50

@107 (drehbar)
170 (A3)
100

PU: 1 pC. PU: 1 pe.
Version Art. no. Version Art. no.
DN 40 281-900 DN 40 281-956
DN 50 298-900 DN 50 298-956
e R R R T R B o e s R P |

BLANKE DISK-CUBE BLANKE DISK-CUBE
VERTICAL DRAIN, VERTICAL DRAIN,
STAINLESS STEEL COVER, BRUSHED STAINLESS STEEL COVER, MATT BLACK

PU: 1 pC. PU: 1 pe.
Version Art. no. Version Art. no.
DN 50 282-900 DN 50 282-956
fe—— 100 MM ——=; TECHNICAL DATA BLANKE DISK/DIBA-CUBE

—l

90-126

i
i
I
250
0107 (drehbar)

Installation height (h), horizontal:

Installation height, vertical:

Body:
Grate cover:

DN 40, 54 - 90 mm
DN 50, 65 - 100 mm
excl. tile thickness
90 - 126 mm

excl. tile thickness
ABS

Stainless steel

Sealing BLANKE DISK:
Sealing BLANKE DIBA:
Siphon complete:
Connection to drain pipe:

Colour of ABS parts:
Sealing ring:

CAPACITY
Drain capacity:

DIMENSIONS

Grate cover in mm (L1) (B1):

Body in mm (L2) (B2):
Seal water height in mm:
Drain pipe in mm (d):
Sealing in mm:

Distance to centre of drain
(from above) (A1):
Distance to centre of drain
(from below) (A2):

Polyolefin foam
Polyethylene/fleece fabric
ABS

Push-fit sleeve DN 40
Push-fit sleeve DN 50
gray

Rubber

30 I/min

93/93
100/100
25-50
40

320 x 320

34 -70 mm

20 mm

Distance from back edge of body to

front edge drain connection (A3):

170 mm




BLANKE DIBA-CUBE

The elegant BLANKE DIBA-CUBE point drainage system is suitable for installation heights be-
tween 90-54 mm (plus covering) thanks to drainage housing that can be shortened, and is thus
ideal for floor-level showers. Featuring a rubber seal with factory-fitted self-adhesive sealing
fleece and height-adjustable frame (5-15 mm), BLANKE DIBA-CUBE also has an integrated
second drainage level. With an adjustable siphon for a seal water height up to max. 50 mm incl.
design cover in brushed stainless steel and matt black stainless steel. Drain capacity 30 I/min.

BLANKE DIBA-CUBE
HORIZONTAL DRAIN,
STAINLESS STEEL COVER, BRUSHED

e R R AR P e SO s e S P |
BLANKE DIBA-CUBE

HORIZONTAL DRAIN,
STAINLESS STEEL COVER, MATT BLACK

PU: 1 pC. PU: 1 pC.
Version Art. no. Version Art. no.
DN 40 283-900 DN 40 283-956
DN 50 299-900 DN 50 299-956
e R R AR P e SO s e S P |

BLANKE DIBA-CUBE BLANKE DIBA-CUBE
VERTICAL DRAIN, VERTICAL DRAIN,
STAINLESS STEEL COVER, BRUSHED STAINLESS STEEL COVER, MATT BLACK

PU: 1 pC. PU: 1 pC.
Version Art. no. Version Art. no.
DN 50 284-900 DN 50 284-956

BLANKE FIRE PROTECTION COLLAR

The BLANKE FIRE PROTECTION COLLAR (DN 50) is a fire protection element in accordance
with DIN 4102-11 fire resistance class R90 for pipe screening of inflammable pipes inside

a solid slab (min. 150 mm) in combination with a ZZ sleeve. For BLANKE DIBA/DISK CUBE
drains and BLANKE FLEX-LINE in the vertical design.

BLANKE FIRE PROTECTION COLLAR

PU: 1 pc.

Art. no.

286-900

F——050—

—
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i
Advantages: 1
> Elegant look
> Reducible drain housing
> Rubber seal with integrated
fleece seal
> Screed protection cap
> Removable siphon
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1 BLANKE AQUA-KEIL 1 BLANKE AQUA-KEIL 1 BLANKE AQUA-GLASS
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Left version

——F (08—

—s—hl
L—hz

Right version

h2
—s=i—h1

20—

—h2—
—

LEFT VERSION

RIGHT VERSION

1 Attention:

It is essential to ensure that the
waterproofing membranes (e.g.
BLANKE DIBA, BLANKE DISK)

are never damaged by BLANKE
AQUA-KEIL (see figure 1). Different
gradients can for example be com-
pensated by the tile thickness.

BLANKE AQUA-KEIL

Elegant and barrier-free walk-in showers are easy to design with BLANKE AQUA PROFILES. The
BLANKE AQUA-KEIL made of stainless steel is a gradient and shower profile. The wedge shape
creates the joint between the horizontal screed outside the shower area and the sloping screed
inside it. This allows you to create a floor-level shower without cutting the tiles. The BLANKE
AQUA-KEIL can be directly installed with a gradient of approx. 2%, while other gradients can be
created using different tile thicknesses. The gradient profile is available as a left or right-hand

version.

LEFT VERSION 0.98 RIGHT VERSION 0.98
STAINLESS STEEL, BRUSHED STAINLESS STEEL, BRUSHED
Length: 0.98 m PU: 1 pc. Length: 0.98 m PU: 1 pc.
hl=mm h2=mm Art. no. h1=mm h2=mm Art. no.
6.0 24.0 754-280B-060-L 6.0 24.0 754-280B-060-R
8.0 24.0 754-280B-080-L 8.0 24.0 754-280B-080-R
10.0 24.0 754-280B-100-L 10.0 24.0 754-280B-100-R
11.0 24.0 754-280B-110-L 11.0 24.0 754-280B-110-R
125 24.0 754-280B-125-L 125 24.0 754-280B-125-R

LEFT VERSION 1.48 RIGHT VERSION 1.48
STAINLESS STEEL, BRUSHED STAINLESS STEEL, BRUSHED
Length: 1.48 m PU: 1 pc. Length: 1.48 m PU: 1 pc.
hl=mm h2=mm Art. no. h1=mm h2=mm Art. no.
6.0 320 755-280B-060-L 6.0 320 755-280B-060-R
8.0 32.0 755-280B-080-L 8.0 32.0 755-280B-080-R
10.0 32.0 755-280B-100-L 10.0 320 755-280B-100-R
11.0 320 755-280B-110-L 11.0 320 755-280B-110-R
125 32.0 755-280B-125-L 125 32.0 755-280B-125-R

LEFT VERSION 2.00 RIGHT VERSION 2.00
STAINLESS STEEL, BRUSHED STAINLESS STEEL, BRUSHED
Length: 2.00 m PU: 1 pc. Length: 200 m PU: 1 pc.
hl=mm h2=mm Art. no. h1=mm h2=mm Art. no.
6.0 40.0 844-280B-060-L 6.0 40.0 844-280B-060-R
8.0 40.0 844-280B-080-L 8.0 40.0 844-280B-080-R
10.0 40.0 844-280B-100-L 10.0 40.0 844-280B-100-R
11.0 40.0 844-280B-110-L 11.0 40.0 844-280B-110-R
125 40.0 844-280B-125-L 125 40.0 844-280B-125-R

LEFT VERSION 0.98 RIGHT VERSION 0.98
STAINLESS STEEL, CHROME-PLATED STAINLESS STEEL, CHROME-PLATED
Length: 0.98 m PU: 1 pc. Length: 0.98 m PU: 1 pc.
hl=mm h2=mm Art. no. h1=mm h2=mm Art. no.
8.0 24.0 754-2840-080-L 8.0 24.0 754-2840-080-R
10.0 24.0 754-2840-100-L 10.0 24.0 754-2840-100-R
11.0 24.0 754-2840-110-L 11.0 24.0 754-2840-110-R
125 24.0 754-2840-125-L 125 24.0 754-2840-125-R

LEFT VERSION 1.48 RIGHT VERSION 1.48
STAINLESS STEEL, CHROME-PLATED STAINLESS STEEL, CHROME-PLATED
Length: 1.48 m PU: 1 pc. Length: 1.48 m PU: 1 pc.
hl=mm h2=mm Art. no. h1=mm h2=mm Art. no.
8.0 320 755-2840-080-L 8.0 320 755-2840-080-R
10.0 32.0 755-2840-100-L 10.0 32.0 755-2840-100-R
11.0 320 755-2840-110-L 11.0 320 755-2840-110-R
125 320 755-2840-125-L 125 320 755-2840-125-R
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LEFT VERSION 2.00 RIGHT VERSION 2.00

STAINLESS STEEL, CHROME-PLATED STAINLESS STEEL, CHROME-PLATED

Length: 2.00 m PU: 1 pc. Length: 2.00 m PU: 1 pc.

h1=mm h2=mm Art. no. h1=mm h2=mm Art. no.
10.0 40.0 844-2840-100-L 10.0 40.0 844-2840-100-R
11.0 40.0 844-2840-110-L 110 40.0 844-2840-110-R
12.5 40.0 844-2840-125-L 125 40.0 844-2840-125-R

LEFT VERSION 0.98 RIGHT VERSION 0.98
STAINLESS STEEL, MATT BLACK, POWDER-COATED STAINLESS STEEL, MATT BLACK, POWDER-COATED
Length: 0.98 m PU: 1 pc. Length: 0.98 m PU: 1 pc.
h1l=mm h2=mm Art. no. h1l=mm h2=mm Art. no.
8.0 24.0 754-2856-080-L 8.0 24.0 754-2856-080-R
10.0 24.0 754-2856-100-L 10.0 24.0 754-2856-100-R
11.0 24.0 754-2856-110-L 11.0 24.0 754-2856-110-R
125 24.0 754-2856-125-L 125 24.0 754-2856-125-R

LEFT VERSION 1.48 RIGHT VERSION 1.48
STAINLESS STEEL, MATT BLACK, POWDER-COATED STAINLESS STEEL, MATT BLACK, POWDER-COATED
Length: 1.48 m PU: 1 pc. Length: 1.48 m PU: 1 pc.
h1l=mm h2=mm Art. no. h1l=mm h2=mm Art. no.
8.0 32.0 755-2856-080-L 8.0 320 755-2856-080-R
10.0 32.0 755-2856-100-L 10.0 320 755-2856-100-R
11.0 32.0 755-2856-110-L 11.0 32.0 755-2856-110-R
125 32.0 755-2856-125-L 125 320 755-2856-125-R

LEFT VERSION 2.00 RIGHT VERSION 2.00

STAINLESS STEEL, MATT BLACK, POWDER-COATED STAINLESS STEEL, MATT BLACK, POWDER-COATED

Length: 2.00 m PU: 1 pc. Length: 2.00 m PU: 1 pc.

h1l=mm h2=mm Art. no. h1l=mm h2=mm Art. no.
10.0 40.0 844-2856-100-L 10.0 40.0 844-2856-100-R
11.0 40.0 844-2856-110-L 110 40.0 844-2856-110-R
125 40.0 844-2856-125-L 12.5 40.0 844-2856-125-R

Special finishes:
6 mm height available upon order

in chrome plated and black matt
powder coated

Advantages: 1

> The unique inclined profile for
connection in linear drains

> Easy installation for 2% slope

No complicated inclined cutting

of the floor tiles is required

Other inclines can be realised

through different tile thicknesses

- Right and left versions

> Guiding tip: Left and right
version when looking towards
linear drain

All AQUA PROFILES from Blanke 1
are also available in the colours

from the BLANKE NEW YORK

EDITION. Discover all our in-stock
NEW YORK EDITION articles or ask
about your individual NEW YORK
bathroom in your desired colour.

'NEW YORK:

All Blanke profiles and underlay- |
ment systems for ceramic tile and
stone made of stainless steel are

also available with the high-quality,
enhanced BLANKE LUXURY LINE

finish (page 35).

LUXURY LINE

08
10
Call us under our office line:
+49 2374 507 131
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